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1 Introduction 

 

This document explains how to use myVNA. It gives step by step instructions in the 

form of a short tutorial from initial installation, showing how to use each of the main 

features of the program. 

 

For an overview of how to install the program, please refer to Section 3, ñStart Hereò 

on page 7. 

 

myVNA is a Windows GUI for the N2PK VNA.  

 

myVNA offers the following: 

¶ Reflection, Transmission or Dual detector scans 

¶ S Parameter measurements with 5,6,10 or 12 term correction 

¶ Automated Crystal Equivalent Circuit measurement 

¶ Full transverter support 

¶ Ability to load & store traces in multiple file formats 

¶ Full set of display modes including Smith Charts and Polar displays 

¶ Signal and sweep generator mode 

¶ Integrated support for parallel and USB connection 

¶ Runs under W98, ME, W2000, XP, Vista, Windows 7 & 8 

¶ Basic, CDS, Harmonic Suppression and 2 / 3 / 4 / 5 harmonic modes 

¶ Manual and automatic tracking markers with marker arithmetic 

¶ Scans of up to 50,000 points per scan 

¶ Averaging of trace sequences or averaging up to 10,000 readings per point 

¶ Print & Windows clipboard copy support 

¶ Switch and attenuator functions with manual or automated switching for S 

parameter test set. 

¶ Test mode for I/O lines in parallel or USB mode 

¶ RF IV & Reference Modes 

¶ Logarithmic or linear scans and displays 

¶ Drag & drop file import 

¶ Network Client / Server for remote operation 

¶ Vector Voltmeter (VVM) 

¶ On screen cursors may be displayed in rectangular displays 

¶ Arbitrary equation editor allows user defined functions to be created 

¶ Basic network simulation 

¶ TDR mode 

¶ An Automation (OLE) interface 

¶ A ñcustomò hardware interface for control of other VNA hardware 
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3 Start Here 

This chapter describes how to install the program including entry of product keys and 

program activation. 

3.1 Installation 

First, install the program from the setup.exe that accompanied myVNA.msi. If you 

have a previously installed version, running the new installer will remove the old 

version automatically first. It will also remove all settings from the old version. The 

installer will create shortcuts in the start menu and desktop. It should also create a 

directory in ñmy documentsò called myVNA; it is suggested that you store settings 

there. The program may be uninstalled either by rerunning the installer or from 

add/delete programs in Control Panel. It also copies into the program directory some 

images (used in calibration and equivalent circuits) and some DLLs. One is 

inpout32.dll for parallel port access. Another is vnadll.dll, the USB interface dll. In 

order to run the USB interface you must also have installed the USB drivers. To 

support the MSA there is also a specific dll ï msadll.dll. Copies of the current 

versions of each are included in the installation and should appear as zip files in the 

installation directory.  

 

The installer also creates a subfolder with USB drivers and a utility to program the 

USB controller chip. When the VNA is connected, if USB is used, Windows will 

prompt for the appropriate drivers. DO NOT let windows search online for drivers, 

make sure you tell windows to let you choose the drivers from local storage, and 

navigate to the appropriate subfolder in the USB drivers folder. Installation of the 

drivers is a two-step process ï it will ask you twice, point it to the same location both 

times. For more detail, please refer to Annex G - or to the USB driver installation 

instructions for which there should be a shortcut in the start menu. 

 

For 64 bit operating systems, Vista or Windows 7 & 8, signed parallel port drivers are 

needed if you wish to use the parallel port to drive the VNA. In this case, you must 

install the drivers first by executing the file ñInstallDriver.exeò which you will find in 

the program installation folder. It needs to run as administrator but should only need 

to be run once. To run this as administrator, right click on the file and select ñrun as 

administratorò. 

 

There is a choice of parallel drivers. Support is built in for both inpout32 and WinIO. 

The former appears more compatible, the latter faster. If WinIO works, use it, 

otherwise try inpout32. WinIO will only work under Windows Vista if you have local 

admin rights to the PC. 

 

For the N2PK, both USB and parallel are supported, for the MSA only USB is 

available. 

 

The program also supports a ñCustomò VNA interface. This allows an interface to be 

written to other VNA hardware so that it can be controlled by myVNA. This is 

described in Annex E. 
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3.2 Product Keys 

The first time you run the program it will ask for a product key. If you use the 

program for personal Amateur Radio purposes, and not for commercial purposes, then 

product keys are available free from myvna@btinternet.com and for commercial use 

the product key will have come with the product information.  

 

 
 

To paste in a product key, which will look something like this: 

 

IZY9G-HUBIB-4RUY6-9REMN-34IHP-NE3PY-B9BNQ 

 

use the ñPasteò button, having previously copied the product key into the clipboard. 

Alternatively, the key may be entered manually. 

 

The product key comprises letters A-Z and numbers 2-9. The numbers 0 and 1, and 

the letters L and O are not used. 

 

The program will indicate simple typographical errors if they are detected, but the key 

will not be cryptographically validated until you set the key and exit from the dialog. 

When an apparently valid key is entered, the ñSet/Change Product Keyò button will 

be enabled. Click it then click on ñExitò. The next time you open the dialog box it will 

indicate the status of the product key (where it says ñThe product has been 

successfully activated alreadyò in the above example). 

 

Depending on the product key it may also be necessary to Activate the program. If so, 

then the number of days until it must be activated will be shown in the dialog as 

above.  

 

At the moment, automatic activation is not available ï it must be done by email so 

donôt leave it until the last minute. 

3.3 Product Activation 

If needed you will normally have up to 30 days to activate the product (60 days for 

commercial licenses). Automatic (online) activation is not currently available so 

manual activation must be used. 

 

mailto:myvna@btinternet.com
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From the ñHelpò menu, there are options to enter or change the product key or 

activate the product.  The ñActivateò option opens a dialog as follows: 

 

 
 

If a valid product key has been entered that needs activation, then activation data will 

be displayed. Copy this into an email to the address shown (or to 

myvna@btinternet.com if one is not otherwise indicated). Upon receipt of the 

activation key, paste it in and click ñActivate Productò. 

 

Activation keys look like product keys but they are not interchangeable. Do not try to 

enter a product key as an activation key or vice versa. 

 

Please note that given the security sometimes applied to computer settings for some 

operating systems, it may be the case that if activated under one user account on a 

shared computer it may not appear to be activated for other users of the same 

computer. If this is the case, use the same product and activation key for other 

accounts. It may also be the case that due to local security policy restrictions, you 

need to run myVNA as administrator when performing product key entry or 

activation. 

 

mailto:myvna@btinternet.com
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4 Tutorial 

This chapter provides a step by step tutorial on using myVNA. 

4.1 First Run 

When you first run the program, or after installing a new version, it will not find any 

stored parameters in the registry (it does NOT use ini files). Everything will default 

and, specifically, it will not find any calibration data. If this is the first time you have 

run the program, or have run it but never performed a calibration scan it will silently 

proceed to the main screen, otherwise it will tell you this: 

 

 
 

If this is shown, just click OK and proceed to the main menu as shown below: 

 

 
 

The screen is divided into several parts. At the top are 5 toolbars ï the usual windows 

one, a scan control toolbar with buttons on it, a controls toolbar, a display format 

toolbar and a span toolbar.  

 

All are floating, dockable toolbars and can be moved around. When you exit the 

program, the position will be remembered. It wonôt do a perfect job of this. It wonôt 

let you put them all on one row for example, because this interferes with the menu 

command to hide the main toolbar. You canôt hide the scan and span toolbars! 

 

On the left is a ñtreeviewò  of the main settings. On the right is the output display. 

Initially, if you position the mouse over one of the entries in the treeview on the left, it 
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will display an ñInfo Tipò with a brief explanation of the function. There is an option 

to switch these off in the ñDisplay Optionsò settings when you get used to the 

functions. 

 

As the program knows you have no calibration data it has opened up the calibration 

data controls, but you need to set the hardware up first. Experiment with this tree 

control. You will find that as you click on each of the main items, it will open up and 

the previous one will collapse to keep the display manageable.  

4.2 Setting Initial Hardware Settings 

Before anything else, the hardware settings need to be configured. Select the ñVNA 

Hardwareò node. The display will change to show you the controls as shown below:  

 

 
 

First, select the Hardware Type from the option under the ñVNA Hardwareò option of 

the tree control as shown below: 

 

 

 

This opens a dialog box as shown: 

 

 
 

Select the desired hardware type and click 

ñOKò. 
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4.2.1 N2PK Hardware Setup 

Next configure the hardware. For the N2PK this is easy ï just select the ñconfigure 

the hardwareò option under ñVNA Hardwareò in the treeview to the left. 

.  

 
 

Enter the desired settings and click OK. If you wish to set the master clock frequency, 

there is a Calibration function to help. Click the ñCalibrateò button, but note that you 

canôt do this until you have selected the hardware interface, so come back to this 

lateré 

 

If the EEPROM related buttons and tickbox are not greyed out, then it is possible to 

load & save the hardware parameters in the EEPROM of the USB adapter, so that the 

hardware settings are associated with the relevant hardware. This ooption is only 

available if build 26 of the firmware has been loaded into the eeprom of the interface. 

For more details of this, refer to the files distributed with USB Configure. 

 

To set the master clock frequency, first make sure the VNA has warmed up and 

connect a digital frequency meter to the RF output. 
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The frequency counter should display a frequency close to the expected frequency 

shown. Enter the measured frequency. If it is within 10% of the expected frequency 

(this is just to prevent ñfinger troubleò) then the ñSet Clockò button will be enabled 

and, if clicked, will close the dialog and change the master clock frequency to 

calibrate for the oscillator in the VNA hardware. 

 

The ñdefaultò frequency shown here is 5 MHz. As soon as this dialog is opened, the 

program will attempt to set both DDSs to that frequency. If you wish to use a different 

frequency, enter it in the ñExpected Frequencyò. The ñSet DDSò button will then be 

enabled and when clicked it will set both DDSs to the new frequency. 

 

The final entry, ñADC Voltage conversion factorò should not normally need to 

change. It is there for anyone who uses myVNA to control other hardware. In this 

case, the ADC reading is multiplied by this conversion factor to convert the value into 

volts. The value shown here is 1.64636127271944e-009, which is the ADC hardware 

reference voltage (2.5) divided by 228 as the drivers internally use a 28 bit reading, 

divided by 2*ã2 for rms conversion.  

4.2.2 MSA Hardware Setup 

 

 
 

The first time you run it, the PLL types will show as ñ????ò. Select the basic MSA 

type from the ñBasic Configurationò options bottom left then click ñSet Defaultsò. 

Now change the options to match your hardware. 

 

The filters are set using the two filter edit windows on the right. To change the entries, 

either double click with the mouse or right click for a menu. If you double click on an 

entry, it opens a dialog to edit the entry, double click away from an entry and it offers 

the chance to add an entry. 

 

The top pane configures the 10.7 MHz band pass filters. The lower pane configures 

the video low pass filters. Set each as needed but ï importantly ï set the delay value. 
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If you are not sure click the ñguessò button once the bandwidth has been entered. Here 

are a couple example dialogs. 

 

           
 

On the main screen of the program is a new toolbar not used for the N2PK VNA. See 

the figure below. Like all toolbars here, it is a dockable, floating toolbar and can be 

moved around to where you want it. 

 

 
 

Select the video filter and path. From ñInstrument modeò select ñSpectrum Analyserò 

and from the Display Left select ñAmp. (dBm). Untick any option in ñDisplay Rightò.  

4.3 Hardware Interface Selection 

Select the ñHardware Interfaceò option from the ñVNA Hardwareò section of the tree 

control. This pops up a dialog box like this 
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Select the interface type you are using (MSA only supports USB) and if parallel is 

chosen, select the base address of the printer port and the port name. The TCP/IP 

option is described in Section 33 on page 38.  

 

For the parallel port, the address is the one used for I/O; the port name is used simply 

to reserve the port and try to stop other programs from accessing it. Note that if you 

want an address different to that in the drop down list, just type in your desired 

address. The program enforces basic limits on the address but does not otherwise 

check its correctness. If however you select a ñnon-standardò address it will ask you 

to confirm it. If you enter a silly value and confirm it, the program will try to use it. If 

that happens to be some other I/O device then you are liable to crash your computer. 

Take care.  

 

You have a choice of parallel drivers to choose from. Start with InpOut32. This is the 

slower option. Use it initially and, once you are certain all works correctly, try WinIO. 

It should be faster. Remember that under Vista you must have local admin rights if 

WinIO is used. 

 

The Custom interface uses a defined API from a custom DLL and by this provides a 

means to access other hardware VNA designs provided that a suitable interface DLL 

is created. 

 

Now change the other parameters as needed.  
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When you click on a control with a value associated with it such as the ADC step 

delay, a dialog will open up allowing you to change the value, as shown below. The 

min and max frequency parameters relate to the frequency range of the base hardware 

VNA. The default is 50 KHz to 60 MHz but change it as you wish. All settings are 

retained when you exit & restart the program. 

 

Ignore the ñUSB Instanceò parameter for now. This is designed to allow multiple 

USB connected VNAs to be used at the same time on one PC. For more details, please 

refer to Section 31on page 126. 

 

 

4.4 Choose CDS / Harmonic mode 

This treeview node from the VNA Hardware section allows the harmonic mode to be 

selected. In Basic mode, a single pair of measurements is made at each point, one 

reading 90 degrees out of phase with the other. Harmonic suppression modes perform 

additional measurements and also permit selection of harmonics of the DDS 

frequency. The dialog box is as shown below: 

 

 
 

For now select ñHarmonic Suppression Modeò with ñFundamentalò and ñ4 Samples 

(CDS)ò. This is also known as Correlated Double Sampling (CDS) mode. There is 

more on harmonic modes later in this manual. 

 

Also, when calibrating in transmission mode with a CDS sweep it will offer you the 

option to skip the ISO (Isolation aka ñopenò) calibration as shown below: 
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4.5 Setting the ADC mode 

The ADC mode is shown as a ñspeedò value from 1 to 10 with 1 the slowest, and 10 

the fastest. When you change the ADC speed (to be found under the ñVNA 

Hardwareò treeview node), a dialog pops up as shown below. Select the desired ADC 

mode by selecting the appropriate radio button then clicking OK. Note that two forms 

of display are possible; technical ADC data is shown if you click the ñDisplay ADC 

Technical dataò box. Both forms are shown below, and the program assumes both 

ADCs are of the same type. 

 

 

                        
 

4.6 Setting the Display Options 

Select the Display Options from the main tree view and change these as needed. Note 

the Graticule setting. A green tick should be shown. Items that are either selected or 

not just gain or lose a tick mark when you click them. 

 

You have the option to switch on or off a scan progress bar. This appears on the status 

bar below the sweep display and shows the progress of the current sweep. 

 

Also on the status bar will appear the expected scan run time. This is based on how 

long things take on a typical PC and may be different for other systems, use it as a 

rough guide only. 

4.7 Performing your first scan 

Assuming all of the above settings have been made correctly, go to Instrument Mode 

and select either Transmission or Reflection. For whatever the instrument mode is, the 

Display Sets will reflect the current mode. Try changing them and see what happens. 

In general you have one axis on the left, one on the right and a frequency axis on the 

bottom. Whenever you select a new left display item any previous one is removed. To 

get the idea of this, select ñReflectionò mode then open up display types like this 
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Select Rs + Xs; a green tick appear ï this will be on the left. Note the axes now carry 

a default setting and labels of Rs and Xs. 

 

 
 

Now select Rs + Cs; Cs will replace Xs.  

 

Now look again at the TreeView. Beneath the currently displayed ñDisplay Setsò are 

options ñDisplay Leftò and ñDisplay Rightò. These allow you to individually select 

what parameter to show on the left axis and what on the right. This is for the 

occasions when you donôt want the predefined groupings of ñDisplay Setsò and want 

to choose them independently. Your choice. You can hide the sets option if you want 

to. Incidentally, as will be described later on, you may display multiple data types at 

the same time by selecting multiple parameters, holding down the CTRL key and 

clicking on the desired choices. Finally, whilst it is usually the case that the offered 
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choices will match the needs of the instrument setting, you may find that you want all 

choices available at the same time. To switch the program into this mode, open up the 

options dialog from the View menu at the top of the screen and tick or untick the 

option as necessary. 

 

OK, select Rs + Xs again from the ñDisplay Setsò option. 

 

On the span toolbar, change the mode to ñfull scanò from the drop down list 

 

 
 

The two frequency controls will be greyed out as it will now do a full scan if 

requested. 

 

Also present under ñDisplay Optionsò are a couple of entries that control the labelli ng 

of the horizontal and vertical axes in rectangular view mode. When ticked, these 

cause the respective axis to be labelled at every graticule point and not just the first, 

last and central ones. If you select the option to label the vertical axes, you may want 

to drag the display type and units label away from the axes value labels so they do not 

overlap. 

4.7.1 Calibration 

Click the ñcalibrateò button and follow the instructions starting with this 
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The display shows a simple picture of the expected connections and a set of progress 

bars that will display the current readings for the ADCs, continually updated. In 

reflection or transmission mode, just the first pair is used. For dual mode scan, both 

are active. The voltage of each is also displayed on the right of the progress bars. If 

you get nothing displayed in the progress bars and no voltages shown, it means that 

the hardware is not responding correctly to the software. 

 

Assuming you get no error messages it will ask you for open, short and load and 

finish with a ósave fileô dialog. Choose a suitable name for the calibration data ï the 

program will automatically remember this filename and load the calibration data at 

startup next time (along with all the other parameters you just set). It is suggested that 

you store the calibration data in the folder ñmyVNAò under ñMy Documentsò. This 

folder should have been created for you when the program was installed. 

 

As long as the calibration data is valid for the scan (i.e. the scan frequency is not 

outside the calibration data) it will permit the scan, interpolating the calibration data 

for the scan points selected if necessary. Also the scan data will hold two sets of data 

at the same time, one transmission and one reflection ï PROVIDED that the 

frequencies and number of step points are the same. It permits this as part of its 

support for dual detector scans and S parameters. 

 

Note that the program will not allow you to mix CDS and non CDS calibration data.  

Similarly it will not allow mixing of harmonic modes unless you explicitly override 

this limit for test purposes. There is a flag to permit this under the ñCalibrationô node. 

 

Also you can choose to use additional averaging on the isolation step of CDS. There 

are two options under ñcalibrationò to support this as shown below. When selected (as 

shown), the average number in the following line is used for the isolation step average 

count instead of the normal display average count (under ñdisplay optionsò). The 

number of averages at each point may also be set separately for calibration as for 

scans at this point. 
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The form in which calibration data is stored is in its raw format, without calibration 

standard offsets applied. This is to allow steps in the calibration process to be 

repeated. When it is used, it is corrected. This also applies to when it is loaded from 

disk. Therefore if you change the calibration data standard settings then reload 

calibration data, it will be corrected for those new settings. 

 

Finally on calibration, you can display a summary of the current calibration data from 

the Calibration node on the left pane. It will result in a dialog box something like this. 

The filename of the current calibration file is shown together with the details. If the 

file contains any calibration notes these are shown at the bottom of the dialog. 

 

 
 



Tutorial  Performing your first scan 

 

myVNA v0-93  Page 22 of 181  

There are two sets of data shown. The first set is the ñRawò calibration data as 

currently held from a calibration scan. The program generates a per scan set of data 

from this raw data, and the second set of data indicates the current scan specific 

calibration data. In each set, 5 rows are shown. The Through Data indicates the 

transmission (thru) data and also the reflection data of the second detector when used 

for ERC, 10 or 12 term correction. The Isolation row shows the transmission Isolation 

data. The Open, Short and Load rows show the reflection data for OSL correction. 

 

The Type indicates whether the calibration data was created using a logarithmic or 

linear step frequency scale. Although you may freely mix log or linear calibration data 

with log or linear device scans, it may be better, especially at extremes of frequency, 

to use log calibration data with a log device scan and vice versa. From 1 to 60 MHz 

unless you use a small number of points it makes no difference. 

4.7.2 Scanning 

The scan is set using the span bar controls ï select centre and span from the drop 

down list, apply something interesting and set the scan, for example as shown here.  

 

 

 
 

Now, before you do a scan, open up the ñdisplay optionsò node on the left and make 

sure that ñautoscale on display changeò and both ñsnap to 125ò options are not 

selected as shown below. Note in this example, the option to display Info Tips is 

selected. 
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Click ñSingle Scanò and wait. It is likely that the display will be off-screen. On the 

first trace, it will autoscale for you, but in general clicking ñAutoscaleò will rescale 

the axes to match the current trace. When you try dragging things around later, click 

autoscale to reinstate the axes. 

 

 
 

4.7.3 Dragging the display around 

Autoscale brings both main traces on screen. It will also take account of any stored 

trace data currently displayed and ensure that both the stored data and current trace fit 

on screen. 

 

Now time to play with dragging things. There are 6 different draggable things here, 5 

to be described now. 
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On the left of the left vertical axis and right of the right vertical axis are zones where 

the axes may be rescaled. Put the mouse on the left say, somewhere between the 

values (in the example above 139.21 and -27.30. Press the left mouse button and drag 

up or down. The value at the top of the axis will remain unchanged but the scale will 

increase or decrease ï for example moving the mouse up gives this 

 

 
 

If you drag within the graticule it will move the trace up or down; specifically the left 

axis trace if you click and drag on the left half of the graticule or the right trace for the 

right half. This is the result of dragging the left axis trace down 

 

 
 

Note also that the frequency axis has moved in this example. This is because you can 

also drag the frequency axis left and right like this 
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If you drag below the frequency axis then it will increase or decrease the span, for 

example 

 

 
 

Note that this drag is temporary ï the frequencies in the span bar are unchanged to 

allow you to return to it easily. Before doing that though, do another single scan ï it 

will use the temporary frequency range you selected by dragging. If you want to 

change the span bar settings to match the frequency scale you have created by using 

the mouse, right click in the display area and select the menu option ñSet Scan to 

Current Frequenciesò 

 

Now open up the ñdisplay optionsò tab on the left again and click the ñAutoscale on 

Display Changeò  option. Try changing the Display Type. Now, each time you change 

the display (but not every time it completes a sweep), the display will autoscale. 
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Look again at the ñdisplay optionò. There are two marked ñSnap to 125ò. These will 

avoid those strange units you noticed as you dragged traces around ï basically at the 

moment you may drag traces smoothly. If you select a 125 snap option, the display 

wil l try to assume nice round numbers for the units on a 1/2/5/10 type scale when you 

release the mouse button. It will do this separately for each drag option, and you may 

also select for this to happen on autoscale. Personal preference. 

 

Now try a repeat scan with the ñscanò button. You can drag the display around and 

rescale it whilst it is scanning but the display you get if you drag the frequency is a bit 

weird until it gets chance to do a complete scan and sort the display out. If this is not 

to your liking there is an option to disable dragging of the frequency scale whilst 

scanning ï see the section ñProgram Limits and other optionsò a few pages on from 

here. 

4.7.4 Markers and Marker Arithmetic 

Make a display with some peaks and dips on it such as the one shown 

 

 
 

Now click the ñMarkersò button. You get a display like this 
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There are 9 markers and two marker maths functions. For this example, choose to 

display marker 1 which tracks the maximum of the left trace, Marker 2 that tracks the 

minimum of the left trace, marker 3 that tracks the first time that the right trace 

crosses 50 ohms rising, and marker 4 that is going to track marker 1 but is on the right 

trace. Depending on what you scanned, you may need to alter this. Donôt forget to tick 

the ódisplayô box for each marker that you want to enable, but to help you, whenever 

you change the source mode or target settings of a marker, the marker will be enabled 

(the ñdisplayò box automatically ticked) if it was not enabled. Please note the 

following screenshots use an earlier version that had 6 markers. 

 

 
 

 

Note also that the number of digits to the right of the decimal point may be set for the 

markers using the drop down list. There are separate settings for the value and the 

frequency. 
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Also ask for it to display the difference between markers 1 and 3. The display now 

looks like this 

 

 
 

Ask for it to scan repeatedly. The markers will be updated at the end of each scan 

tracking what they are asked to track. 

 

When you perform marker arithmetic, the program will not stop you subtracting, say, 

degrees from ohms. It is up to you as to whether the units make sense. Also note that 

if the value of a marker is computed as being over 1e9, the marker will not display. 

 

Note that all the images shown in this manual apart from the next one are on a 

1660x1050 pixel widescreen display. Here is an example of a display on a 1024x768 

monitor 
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Now go back to the markers dialog and change one of the markers to Manual. Set its 

frequency to be somewhere in your scan (note the frequency may be selected to be in 

Hz, KHz or MHz). Close the dialog. That marker is no longer a tracking marker, it 

will stay put on its frequency, but now you can also drag it (this was the other 

draggable item referred to previously). If you put the mouse pointer close to it 

(technically, within 10 pixels) and depress the left mouse button, you can drag it left 

and right. The marker will stay glued to its trace but can now be moved left & right. 

 

Look at the status bar as you drag the manual marker ï it will indicate the current 

marker position and values. This only lasts whilst the marker is being dragged. When 

you move the mouse across the screen at other times, the current mouse pointer 

position will be displayed as frequency & values for left & right axes. 

 

Markers are by default positioned top left of the display. Sometimes this is not very 

convenient ï it obscures parts of the trace. So you may move it around on the screen 

by dragging it where you want it to be. Anywhere on the marker display text, click the 

left mouse button and drag the markers where you want them to be. The position you 

select will be preserved on startup, and there are two positions, one for polar/smith 

charts and one for rectangular. Finally, there are a few quirks; the position may be off 

the page on printed copies and dragged off the bottom they may reappear on the top as 

they strive to stay visible. 

 

In Polar and Smith Chart views, the markers work slightly differently. At their core, 

they always use the modulus and argument of the measurement. Therefore when 

setting a marker, the ñleftò trace refers to the modulus and the ñrightò trace refers to 

the argument. Also in Smith Chart view, the values that the markers display may be 

changed to another parameter, for example Rs+Xs. Underlying this though, the 

program is still dealing in rho, so the values used in tracking markers will still be rho. 
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4.8 Data Stores 

Now select Load & Store Data and click on Store 1. The current scan data will be 

stored in the first of 4 data stores and displayed. The display can be toggled on or off 

with the ñDisplay Store 1ò item as shown below. 

 

The basic model is as follows. You can have 4 data stores that hold trace data, and can 

display one or more of these with the current scan data. The current scan data can also 

be stored to a file and a set of stored data in a file can be loaded to one of the stores. If 

you load stored data without a scan trace, you may display, analyse and view the 

stored data as if it were from a recently completed scan. 

 

Whenever you have a stored trace on screen, autoscale will also take it into account 

when it autoscales the display.  

 

 
 

Note that the colours have changed as the stored data is written after the scan data and 

for now is identical. 

 

You can choose different colours with the leftview controls 

 

Now, once you have a set of data from a scan such as that shown above, you can 

change the way that it displayed without rescanning using the ñdisplay typesò control. 

Try selecting something else and, if needed, autoscale. 

 

You may save data into any combination of the 4 stores and display any combination 

of them at the same time. 
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5 Managing the display 

This chapter addresses Graphical User Interface subjects, specifically: 

¶ Popup Menus and Toolbars 

¶ Displaying Multiple Traces 

¶ Scan Setting Options and the Scan Toolbar 

¶ Labelling the Screen 

¶ Dragging Items on the Screen 

¶ Locking the Scan and the Display 

¶ On Screen Cursors 

¶ Markers and Marker Arithmetic 

5.1 Popup Menus & Toolbars 

If you right click within the display area you will get a menu like this: 

 

 
 

This menu provides some additional control over the display.  

 

Note the two log scale functions. These allow the horizontal or vertical axes to be set 

to a logarithmic scale. There are some limits here. Obviously, negative values are a bit 

problematical, so do not expect the display to be correct in all circumstances. 

Therefore to handle negative values, there is an option under ñdisplay optionsò to 

allow values to be forced to be positive (displaying |value| ) when in logarithmic 

vertical axis displays. Also note that the snap functions do not operate with a 

logarithmic vertical scale. 

 

Next, the specific settings of the left and right vertical axes may be set; similarly the 

frequency axis. Each brings up a menu as shown below 

 



Managing the display  Popup Menus & Toolbars 

 

myVNA v0-93  Page 32 of 181  

      
 

For the vertical axes, the details are self-explanatory. For the frequency axis, you may 

either explicitly set the frequency using start/stop or centre/span or may set the current 

centre frequency to the current marker frequency of any currently enabled marker. 

Note however that the frequencies will only be set if valid for the current calibration 

data. You may also set the number of decimal places for the frequency axis. The 

ñStart/Stopò settings control the left and right (start and stop) frequencies as well as 

the centre point in a linear scan. In a log frequency display, the centre value is omitted 

and the ñlog scaleò setting controls the number of decimal places on each decade 

point. The ñShow Freq/Divò option states the scale on the frequency axis in non-

logarithmic rectangular displays. 

 

There are in fact two frequency axis setting dialogs; if the display and scan 

frequencies are not ñlockedò, then the following version of the ñSet Frequency Axisò 

dialog will be displayed instead: 

 

 
 

There is also a second way to access these dialogs. A double click with the left mouse 

button will cause one or other to appear. If the mouse is pointing to the bottom 10% of 

the display area or the area under the trace, the frequency dialog will appear, 

otherwise the vertical axes one will be created. 

 

Returning for the moment to the pop up menu described above, the menu also 

provides quick access to the axis lock functions. 

 

Locking an axis also protects the axis against changing as a result of autoscale or 

display type changes. If for example you want to be able to drag a trace up and down 
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but not to move the frequency axis, locking the axis will allow this. When an axis is 

locked, a tick mark will appear next to that menu item. 

 

There are three popup menu items that control the linking of display and scan. When 

linked, the display and scan ranges are the same. When unlinked the display 

frequency range may differ from the scan. One option links or unlinks them. The 

other two allow the scan to be set to the current display frequency range or the display 

frequency range to be set to that of the scan. 

 

Next, if you are using manual markers, it is easier to use this menu to bring then onto 

the screen than to explicitly set a frequency with the markers dialog. Any manual 

markers currently set to display will be brought to the centre of the display when the 

ñBring Manual Markers Onscreenò item is selected. 

 

If you have been rescaling the frequency axis by dragging with the mouse, there is a 

quick way to set the current main scan to the frequency range you have selected ï just 

click on the ñSet Scan to current frequenciesò  menu item. If the toolbar shows 

centre/span or start/stop, the frequencies shown will be changed to those currently on 

the screen. If the current display shows ñFull scanò or ñFrom Zeroò it will also change 

to ñStart/Stopò first. 

 

Also present in this menu is a shortcut to copy the current display image to the 

clipboard. Note that you may also use the main menu ñcopyò command, the copy 

button on the toolbar or a Control-C shortcut to do the same thing. 

 

Other menu items open the trace labels and print notes dialogs. Marker measurements 

dialog may also be opened and cursors placed, edited or hidden. 

 

Finally you may clear the current scan trace data with the ñClear Scan Dataò  option 

or just the reverse scan data if using 10 / 12 term S parameter corrections. 

 

There is another way to access common functions, using the ñcontrolsò toolbar as 

shown above. It provides access to the most common functions from the popup menu 

in the main view.  

 

It is a floating, dockable toolbar.  

 

A second small toolbar permits easy selection of the display mode 

 

 
 

This toolbar, as others is moveable and dockable. Each of the buttons permits easy 

selection of the rectangular, polar, report and equivalent circuit display modes. 

Display mode 

toolbar 
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5.2 Displaying Multiple Traces 

In all of the above discussion, only one parameter type has been shown on each of the 

left or right axes by clicking on the desired parameter in a display set, display left or 

display right option. 

 

It is however possible to display multiple types at the same time by holding down the 

óCtrlô button whilst selecting a type to display. 

 

In report view this causes extra columns to be displayed, for example as shown below 

 

 
 

You may select as many items to display as you want at the same time. 

 

This also works for the main graphical displays, for example: 
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Again you may have as many as you want at the same time. Note that the trace 

colours are shown by label on each axis. It can however get quite complex quite 

quickly. 

 

The same principle also applies to data stores. Here however it is not necessary to 

hold down the control key to make multiple selections; each operates independently. 

 

It is possible therefore to have up to 26 different parameters shown on each axis in a 

rectangular display and to have the current scan data plus all 4 stores shown at once. 

You would not want to do this ï the display would be unusable ï but there is nothing 

to stop it. The implication is that there would be 260 traces shown on the screen. That 

needs 260 colours. Clearly impractical. 

 

The current solution to this is not ideal ï if I find a better way it will change. There 

are 8 trace pens available (and visible under the ñChoose trace coloursò option). The 

first two are reserved for the ñprimaryò left and right parameters of the current scan 

data ï that is the parameters whose details appear in the upper half of the left and right 

axes. The other 6 are used for the rest of the traces, cycling round each in turn. In 

polar or Smith displays only the first pen is ñreservedò. 

5.3 Scan setting options & the Scan Toolbar 

Look again at the drop down list of scan settings. The Scan toolbar is the toolbar that 

extends from ñCentreò to ñAvgò in the picture below. It is a moveable dockable 

toolbar so you can drag it around if you wish. 

 
 

You may set the scan in many different ways. Full Scan sets the range to be the 

current limits of the VNA. From Zero sets the display from zero to the current ñstopò 

frequency. The other six options are in two groups ï those based on a start frequency 

and those based on a centre frequency. For each, the scan may be set for a specified 

span, per step or per division. Divisions here refers to the number of divisions on the 

frequency axis of a rectangular display non log scale. The toolbar will change its 

labels according to the selection you make. 

5.4 Labelling the Screen 

There is now the facility to apply text labels to a display. 

 

There are two types of label ï those associated with a trace and free standing 

annotations. In each case a label may be placed anywhere on the display area and may 

be moved around the screen by dragging it with the mouse. The difference is that 

those associated with a trace only display when the corresponding trace is shown and 
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will alter their position so that their relative location compared to the trace is 

maintained if the trace moves. 

 

To access the labels dialog, either select ñEdit Trace Labelsò from the ñDisplay 

Optionsò or from the pop up menu after right clicking with the mouse. 

 

Note that this only works in the main rectangular and polar/smith displays and linkage 

to a trace only works in rectangular displays. 

 

 
 

The dialog shown above is used to configure the labels. There is one label for each of 

the current and saved traces and 4 free standing ñannotationsò. Each has a string that 

is displayed and some control over the size of the text (small, normal, large). Each 

may also be switched on or off with the ñDisplay Labelò checkbox. 

 

For the free standing annotations, the colour used may be set; for the trace labels, the 

colour adopted will be taken from the corresponding trace colour. 

 

Trace labels are linked to a parameter of the trace. This may take one of a number of 

settings as follows: 

 

¶ ñNoneò ï the label acts like a free standing annotation but only displays when 

the corresponding trace displays 

¶ ñLeftò or ñRightò ï the label is associated with the main left axis or right axis 

parameter 

¶ Otherwise, the drop down list gives access to all the individual parameters ï 

Rs, Xp, S11 real etc. 

 

Initially the labels will appear in the middle of the screen and may be dragged to 

where they are needed. For those associated with a trace, if the corresponding trace 

moves on the screen the location of the left hand end of the label will move to 

maintain its relative position to the trace as it was when dragged with the mouse; so if 

for example you place the label just above a point on the trace, it will stay just above 

the same point should the trace move on the screen. 

 

Labels will display on printout or when copied to the clipboard. They are not 

preserved when the program exits. Labels may also be set to ignore their associated 
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trace colours and display in black. Annotations may be set to specific colours by the 

appropriate buttons on the dialog. 

 

Annotation data (string, position, size and colour) are retained on program exit and 

reloaded when the program starts again. Note that when this happens, the annotations 

will display even if when the program last exited, the display flags had been cleared. 

 

When scan data is saved to file in the myVNA native format, any label associated 

with the data set is also saved into the file and automatically reloaded if the data is 

read from file. 

 

Labels applied manually to saved data sets are not retained on exit as the data on disk 

is not rewritten. 

5.5 Dragging Items on the Screen 

There are various parts of the display that may be moved using the mouse (left click, 

drag, release). 

 

 

 
 

 

 

In addition, clicking on the left or right sides of the main display area other than when 

over one of the objects shown above will drag the display up, down, left or right, and 

clicking & dragging to the left, right or bottom of the display permits rescaling the 

corresponding axis. 

 

To reset moveable text to its default location, right click and at the bottom of the 

display select the option óReset Screen Label Positionsô. 

 

As discussed later in this document, there is a TDR mode. When this is used, the 

horizontal axis supports both time and frequency. To drag the time axis, hold down 

the CTRL key whilst dragging as you would for frequency. 

Move the 

Markers 

Move the manual 

markers 

Move the labels 

Move the Cursors Move the screen labels 

Move the labels 

Drag the display around to 

change the right vertical 

scale or frequency 

Drag up/down here 

to change the scale 

of the left axis 
Drag up/down here 
to change the scale 

of the right axis 

Drag the display around 

to change the left vertical 

scale or frequency 

Drag freq. scale 
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In polar view, the markers and screen labels may be dragged around the screen. 

5.6 Locking the Scan and the Display 

So far, the display and scan have been linked. This means that if you change the scan 

(start, end, centre, span etc.) the display changes accordingly. Equally if you change 

the display it changes the scan. 

 

You can also unlink them in rectangular view. 

 

Right click on the display and there is an entry in the popup menu labelled ñLock 

Scan to Displayò  that should be ticked at the moment. If this is unticked the display 

start & end frequencies may be set independently of the scan frequencies. When 

linked, the limits applied to the display frequency are those of the scan limits. When 

unlinked they are controlled by a minimum and maximum in the Options under the 

View menu. The defaults are 0 and 200 MHz. 

 

In this mode the dialog box that pops up when you change the display frequency is 

replaced by a different one that just sets the display. 

 

In the example below the scan is set to 5 ï 60 MHz, the display is unlinked and the 

display set to 0 to 100 MHz 

 

 
 

All functions such as markers, log displays, cursor movements should still function 

correctly. 

5.7 On Screen Cursors 

When in a rectangular display, right click to display the menu. One of the options is 

ñCursorsò which brings up a secondary menu as shown below. 
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This menu controls three horizontal and three vertical cursors. The simplest and 

quickest function place a horizontal or a vertical cursor at the position of the mouse 

when the menu was first opened. The following example shows 3 horizontal and 2 

vertical cursors placed in arbitrary locations 

 

 
 

As the screen updates, or for example the display is rescaled or dragged, the cursors 

stay at their positions relative to the scales, so in the next display, the cursors have not 

been moved but the display has been rescaled by dragging with the mouse 
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Referring again to the popup menu, another option is to edit the cursors.  This 

produces the following dialog box 

 

 
 

This provides more control over the cursors. Remember above it was noted that 

cursors stay at their locations relative to the scales? This means that a horizontal 

cursor needs to know if it sticks to the left or right axis. The type of each may be set ï 

solid, dash, dot or dash-dot line type and the weight (thickness) may be set. Note 

however that because of the way that the windows functions work, the lines will 

always be solid for thicker lines. 

 

The value that each cursor is sticking to may be manually set and the colours changed 

for the lines 

 

Here is the same with line colours changed for the horizontal cursors and line types 

changed for the vertical ones (note weight was set to ó1ô for this ï see above) 
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Finally, a cursor may be dragged using the mouse. Here is the result of dragging the 

cursors with the mouse, and using the clipboard copy function rather than, as in the 

above traces, a screendump 
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5.8 Markers and Marker Arithmetic 

Markers are used to identify specific points on a trace on the display and to perform 

calculations on their values. 

 

On clicking the ñMarkersò button you get a display like this: 

 

 
 

There are 9 markers and two marker maths functions.  

 

Each marker may be configured to work in different ways, and pairs of markers may 

be used together in an arithmetic computation. 

 

Note also that the number of digits to the right of the decimal point may be set for the 

markers using the drop down list. There are separate settings for the value and the 

frequency. 

 

Each marker is configured primarily as follows: 

 

¶ Source 

¶ Mode 

¶ Target 

¶ Parameter 

 

The source defines which trace the marker is attached to; it may be to the current scan 

data, any of the four data stores or the simulation results, and in addition to a trace 

attached to the left or the right axis. 
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The Mode is either tracking, manual or linked. If linked it may also be with an offset 

to the marker to which it is linked, and this offset may be on the positive (higher 

frequency) or negative (lower frequency) side. 

 

The target setting is used when a marker is set to track, for example if set to track the 

maximum value, it will move at the end of the scan to position itself at the maximum 

(peak) value of the trace selected. The target may also be set to track to minimum, or 

to the first, second or third time a trace crosses a given value, either positive or 

negative going. 

 

Parameter is used when there are multiple traces shown on a given axis (left or right). 

Normally it is set to ñdefaultò but it may be explicitly set to track any calculated 

parameter such as Rs, Xs, etc. 

 

Value is used in two different ways. When a marker is set to track a value crossing, 

this control selects the value to be used. When a markerôs mode is set to be linked 

with an offset (f+ or f-) then the value entered represents the value offset. For 

example, setting a marker to ñf+ò with a value of -3, means that the marker will locate 

a point on the trace on the high frequency side of its linked marker where the value of 

the parameter is 3 less than the value of the linked marker. 

 

Look to the bottom right; the two checkboxes labelled ñcurve fitò and ñlinear fitò. 

Without these ticked markers only locate themselves on the nearest data point in the 

scan data. With either of these ticked, the value crossing and offset markers will 

interpolate between scan points to find a more accurate setting. The interpolation may 

be either a linear interpolation between the points each side or a polynomial between 

the nearest 3 points. 

 

When a marker is linked to another marker, the ñlinkò control determines to which 

marker it is linked. 
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When you perform marker arithmetic, the program will not stop you subtracting, say, 

degrees from ohms. It is up to you as to whether the units make sense. Also note that 

if the value of a marker is computed as being over 1e9, the marker will not display. 

 

A manual marker will stay put on its frequency, but you can also drag it. If you put 

the mouse pointer close to it (technically, within 10 pixels) and depress the left mouse 

button, you can drag it left and right. The marker will stay glued to its trace but can 

now be moved left & right. 

 

The status bar indicates the current marker position and values as you drag the manual 

markers. This only lasts whilst the marker is being dragged. When you move the 

mouse across the screen at other times, the current mouse pointer position will be 

displayed as frequency & values for left & right axes. 

 

Markers are by default positioned top left of the display. Sometimes this is not very 

convenient ï it obscures parts of the trace. So you may move it around on the screen 

by dragging it where you want it to be. Anywhere on the marker display text, click the 

left mouse button and drag the markers where you want them to be. The position you 

select will be preserved on startup, and there are two positions, one for polar/smith 

charts and one for rectangular. Finally, there are a few quirks; the position may be off 

the page on printed copies and dragged off the bottom they may reappear on the top as 

they strive to stay visible. 

 

In Polar and Smith Chart views, the markers work slightly differently. At their core, 

they always use the modulus and argument of the measurement. Therefore when 

setting a marker, the ñleftò trace refers to the modulus and the ñrightò trace refers to 

the argument. Also in Smith Chart view, the values that the markers display may be 

changed to another parameter, for example Rs+Xs. Underlying this though, the 

program is still dealing in rho, so the values used in tracking markers will still be rho. 

 

Here is the Marker dialog again. Now look at a couple of other features. 
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There are two extra options to the mode. Linked with a frequency offset (positive or 

negative). Selecting one of them enables the value and link boxes thus 

 

 
 

In the example above, marker 1 is lined to marker 2 but will seek a value 3 units 

lower than the marker 2 value. The obvious use is, for example, to position markers 

3dB up (or down) from a minimum (or maximum). Setting one each side provides a 

means to display Q for example. To do this then, link 2 markers, one above and one 

below, and offset by 3 in a display that is showing dB. Then set the marker arithmetic 

to subtract the two linked markers from each other. The marker will then display the 

difference in frequency between the two markers. Finally, tick the ñshow Qò option. 

Now the display will be the centre frequency divided by the difference in the 

frequencies. 

 

Return now to the marker dialog and observe the óParameterô column. The default 

behaviour of each marker is that it is attached to the main (or default) trace. If you 

display more than one parameter on an axis at a time though, you may want to select 

the parameter that it is attached to. The Parameter permits this. It opens up a drop 

down list of all possible parameters. If that parameter is displayed then so will the 

marker. 
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5.8.1 Global Show / Hide Markers 

On the toolbar is a button like this  and correspondingly popup menu items with a 

right click on the display that permits marker display to be switched on or off. 

5.9 Full Screen Display 

Under the ñviewò menu is an option ñFull Screenò. If this is selected the display will 

switch to a full screen display mode. To return to normal, hit the ñEscò key.  

5.10 Keyboard Shortcuts 

The following keyboard shortcut may be used 

 

Key Function 

Esc Exit from full screen mode 

F1 Open help file 

Ctrl-C Copy to clipboard 

Ctrl-O Load file to store 

Ctrl-P Print 

A Autoscale 

C Calibrate 

M Open marker dialog 

T Start / Stop scanning 

S Single scan 

F Toggle Full Screen 

Ctrl-M Marker Measurement Dialog 
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6 Save, print and copy 

This chapter covers: 

¶ Saving trace or simulation data to file 

¶ Loading trace data from file 

¶ Autosaving & loading data when exiting ad restarting the program 

¶ Exporting and importing the program configuration 

¶ Printing 

¶ Copying to the clipboard 

¶ Dragging and dropping files from Windows Explorer 

6.1 Saving Data to and loading data from Disk 

Data may be saved to disk using the ñSave to Fileò options of ñLoad & Store Dataò. 

The data that is saved may be the current scan data, one of the data stores or the 

current simulation data. 

 

There are four versions of file format supported for saving data and two for loading. 

The default option saves data in raw measurement form suitable for reloading into 

myVNA. The VNA4win file format is similar to that used by VNA4win and allows 

saved data to be imported into Zplots for further analysis. The next format is an 

extended CSV format and the final one the industry standard ñtouchstoneò file format. 

 

The file format to be used when saving data is selected by the óSave as Typeò drop 

down list. 

 

 

 

 
 

Touchstone format is the industry standard SNP format; more on that later. Extended 

data sets provides the option to select what data types to save. To use it, you must first 

select what data types to save. This is done using the ñSet extended filesave typesò 

option under ñLoad & Save Dataò. When selected, it pops up the following dialog 

box. 
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For each instrument mode, you may select what formats of data to be saved when a 

file is saved in the extended file save form. The settings you choose will be saved on 

exit and reloaded when the program restarts. 

 

Note that only the default file format or Touchstone ï not VNA4win or extended files 

ï are supported for loading back into myVNA. 

 

Touchstone file format (otherwise known as snp file format) is supported for both 

trace data save and load; but with some caveats. When saving in Reflection mode, 

data may be saved in s1p format, and when in Transmission or S Parameter 

instrument mode, s2p mode is available. When loading, formats MA, DB and RI are 

available in both file types. Units may be in Hz, MHz, kHz or GHz. Files may be 

saved or loaded in S, Y or Z formats. H and G are not supported. 

 

The program automatically detects the format when loading. To save, a dialog under 

ñLoad & Store Dataò selects the file details. It is invoked by the option ñSet 

Touchstone File Optionsò and pops up a dialog as shown below: 
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Select the parameter type and format. These affect the file when saving. The other 

option changes the behaviour when the file is loaded. There is a fundamental problem 

with snp files. They do not cater for saving simple transmission data. The way round 

this is that the program may be directed to check on loading whether a parameter x11, 

x12, x21 or x22 where x is S, Y or Z, comprises just zeros. If the tick box shown 

above is selected, then when the program detects that a data set has parameters of all 

zeros it will interpret that as being missing data as opposed to data that is genuinely 

set to zero. In most cases the setting to use is to have this box ticked. One final caveat 

ï the program ignores the R parameter on file import. Incidentally, if the Options line 

is missing it follows the Touchstone 1.1 convention of defaults ï GHz, S and MA. 

6.1.1 Autosave 

There is an option under ñLoad & Store Dataò titled ñAuto Load/Save trace dataò . 

When selected, the program will save to disk the contents of any of the 4 data stores 

that are showing data when the program exits and, if selected, will reload those data 

stores when the program restarts. 

The data are stored to the current user specific Roaming Appdata directory under the 

subdirectory myVNA. 

6.1.2 Load and Store options and configuration 

The options provided under the ñLoad and Store Dataò treeview control for load & 

store are as follows: 

 

ñSave Scan to store xò    the current scan data is copies into a store (1 to 4) 

ñSave simulation to storeò   the current simulation results are placed in a store 

ñSave xxx to fileò   the current scan simulation or contents of a store are 

saved to disk. The save may be in the program 

internal format, VNA4win, extended csv or 

Touchstone snp format. 

ñLoad file to storeò    a csv or snp file is loaded into one of the stores 

ñdisplay store xò    toggle on or off the display of a store 

ñset extended filesave typesò

  

 controls which data are written to an extended csv 

file 

ñSet touchstone file optionsò

  

 determines the snp file options 

ñSet scan to file on loadò   if selected, then whenever a file is loaded to store, 

the scan (frequency & number of points) is set to 

match the loaded file 

ñSet scan to stored trace...ò permits the scan to be set to match that of a current 

store 

 

6.1.3 Export & Import Program Configuration 

Two options under ñInstrument Modeò permit the export to a text file and import from 

a text file of the current program configuration. This is separate to the main system 

configuration load & save to the registry that still takes place on program start / exit. 

Whilst the file is structured in the style of an ñiniò file, it is not recommended that you 

edit this file manually. You may do so - the program will not try to stop you ï but the 

results may not be as intended! 
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6.2 Printing 

You have the option either to print directly or to copy an image to the clipboard that 

may be pasted into another document. Both functions will preserve the aspect ratio of 

the screen display currently selected in the printed or copied image.  

 

When printing a trace, you may now add notes to the printout. Under ñPrint Optionsò 

there is an entry labelled ñPrint Notes Dialogò. It is also available on the right click 

popup menu. This dialog is as shown below. It allows control over the header, footer 

and notes sections of the printed page. The Header and Footer are two lines long each 

that appear centred on the page, top and bottom. Each may also be extended to a third 

line by including the print date & time using the appropriate tick box. The notes 

section is a freeform text area that appears beneath the trace display. It will be 

truncated at the end of the page if it is too long. Noting that the display may fill the 

page length, especially in portrait prints, some space needs to be made for the notes. 

When necessary therefore the program will shrink the plot area to leave space, but 

will only shrink it sufficiently to allow up to 1/3 of the page height to be taken up by 

the notes. After that the notes are truncated. 

 

The notes dialog may be left open on the screen when the program is in use, or it may 

be closed and reopened. When this happens the previously entered text will be 

remembered. The Header & Footer are preserved on program exit however the body 

text notes are cleared on program startup. 

 

 
 

The Notes dialog box may also be resized to suit your needs 

 

If you want to change the width of the traces shown either on screen or when printing, 

there are separate settings for each on the ñdisplay optionsò. The values represent the 

pen width in pixels. The graticule will always be 1 pixel thick and the border around 

the display will be 2 or 3 wider than the trace pens. The size of the markers will 

change to reflect the resolution of the display. 

 

Also available are two options to change the fonts on a printout. The notes font 

applies to the header, footer, print notes and (if present) the marker calculations. The 

other font applies to the fonts on the trace graphic. 
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6.3 Copy to Clipboard 

On the main toolbar is a ñcopyò button that copies current data to the chipboard. If the 

current display is the main trace, either a polar or rectangular display, the current trace 

data and labels will be copied as an image to the clipboard. It may then be pasted into 

another program such as Word, Excel, Paint etc. 

 

There is also a tickable option under ñDisplay Optionsò labelled ñAdd Print Notes to 

Clipboard Copyò. When this is ticked, the header, footer and notes from the Print 

Notes dialog will be added to the image copied to the clipboard. This function does 

not apply to the equivalent circuits display (yet). 

 

If the type is ñEquivalent Circuitò the controls shown on the screen are omitted from 

both the printed or clipboard images and the schematic is displayed in their place. 

 

If however the current display is the report view, then the data is placed on the 

clipboard in both CSV and Text formats. This means that you may paste directly into, 

for example, excel. If you do this as a simple paste though, it will be pasted as text 

with each row of comma separated data appearing as text in a single cell ï not very 

useful. Excel though has two paste functions ï Paste and Paste Special. If you use 

paste special, either from the Excel Edit menu or by right clicking in the display and 

selecting óPaste Specialô you will also be presented with an option to paste CSV data. 

Do this and it will be pasted correctly. 

 

Within myVNA in Report view, when you click the ócopyô button, two different types 

of copy may occur. If no rows of the display are selected, all current data is placed on 

the clipboard. If however one or more rows are selected (for example by clicking on 

one or more of the rows in the frequency column) then only those selected rows are 

copied to the clipboard. You may select a block of data by clicking on the first row, 

holding Shift down and selected another row, or you may select individual rows by 

holding down the Control key and clicking on specific rows. 

 

When Report View is selected, it is also possible to copy just one column of data (or a 

subset of a column by using the mouse with the keyboard Shift and Control buttons). 

To do this, right click on the display area and a popup menu will appear. For whatever 

columns are currently displayed, a menu item will be present to allow that columnôs 

data to be copied to the clipboard. It will also be in both text and CSV formats, but in 

this case as there is just one column, there will be no trailing commas. This format is 

suitable for pasting data into Lotus 123 as I canôt figure out how to make it paste 

properly yet. 

 

Finally, it is possible to change the column order by dragging columns left or right 

using the column heading row. When this is done, the order in which the columns are 

copied to the clipboard will match the currently selected order. Beware though ï this 

order will be reset every time óreport viewô is selected. 

 

Marker measurements data may also be copied to the clipboard with the copy button 

in that dialog box. This will copy all current rows or (if one or more rows are 

selected) just those rows. As for the report view, the data is available on the chipboard 

in both text and CSV format to permit pasting into excel or word. 
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6.4 Drag & Drop 

If a file is dragged onto the application display window using windows Drag and 

Drop, the program will attempt to load it. It will use the file extension to try to 

determine what the file is. If it is a .ref, it will try to load it as new reference standard 

offset data. If it is a .cal file it will attempt to load it as new calibration data. 

 

If it is .ref, .csv, .s1p or .s2p it will attempt to load the data into a saved trace store. If 

one file is dragged, it will be loaded into store 1. If a set of files are dragged in one 

operation they will be loaded into stores sequentially until all stores have been loaded; 

any remaining files will be ignored. 
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7 Program Limits and other options 

This chapter defines some of the program limits and options and how these may be 

changed. 

 

The number of scan points can be changed with the óstepsô setting of the frequency 

bar. The default number of points is 200, but it can be set anywhere from 20 to 

50,000. Note that if you go over 2000 points the program will increase buffer sizes 

and consume more memory. The number of scan points is remembered when exiting, 

but if it exceeds 2000, then a value of 2000 will be used next time the program starts. 

 

Averaging allows up to 10,000 averages per reading. 

 

Delays between steps can be set up to 200,000 µsec. 

 

A fairly simple bit of maths will show that if you set the program to 50,000 steps with 

0.2 seconds between every DDS change and average 10,000 points per step in 32 

point harmonic suppression mode you will be there for an unfeasibly long time 

(approx. 102 years to be precise).  

 

The program has a number of built in limits. In general you should not need to change 

any of these, but if you do, you will find them in a dialog box accessed from the main 

menu, view, options. It pops up a dialog box as shown below. These configure the 

various internal program limits and also permit the hiding or display of optional 

features should you not want to use them. Some limits, like the maximum number of 

steps and averages are not changeable. 

 



Program Limits and other options  Drag & Drop 

 

myVNA v0-93  Page 54 of 181  

 
 

If you change the configuration of which options are shown in the left treeview, note 

that the changes will not take effect until you restart the program. 

 

There are two options that alter the way calibration data is generated. When you 

perform a calibration, it is performed with a specific number of points. When you 

subsequently use that data, you may choose a different number of points, a narrower 

frequency range or a logarithmic frequency scan. In all such cases the program needs 

to generate a scan specific set of calibration data. When it does this it may need to 

interpolate between calibration data points. With the ñUse Curve Fitting for 

calibration data interpolationò box unchecked, then a simple linear interpolation 

between points will be used. However, a better fit may well be obtained using a curve 

fitting algorithm. With the second box ticked it will do just that. The second tick box 

comes into play when a log frequency scale was used for the calibration data. In this 

case the curve fitting is modified to take this into account also. The effect of this 

appears to be small so the default configuration is to tick the upper box and not the 

lower one but feedback on their effect would be appreciated. 

 

When a frequency scan is in progress, dragging the scale left or right or altering the 

scale can be confusing on anything but a fast PC. Therefore you may enable or disable 

this feature by ticking the ñPermit frequency rescale/drag whilst scanningò box. 

 

The option to automatically retry on an IO failure changes the behaviour of the 

program when a scan completes. When a scan completes, a check is made as to 

whether it has been as a result of an error such as an ADC timeout. Normally, a dialog 
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box will be displayed indicating the reason (if one exists). When this option is 

selected, this will not happen. Instead, the program will try to restart the scan. If the 

error is a persistent one, such as VNA power failure, the result will be an error, but if 

it was a transient such as an ADC timeout or overrange, the scan restarts (or tries to). 
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8 Smith and Polar Charts 

Data may be displayed in four formats: 

¶ Rectangular plots (all traces so far in this manual) 

¶ Smith and Polar charts 

¶ Report (Listing) view 

¶ Equivalent circuit view. 

This chapter covers Smith and Polar views. 

 

Under ñDisplay Optionsò is the option ñSmith/Polar viewò. When selected, a polar or 

Smith chart is displayed instead of a rectangular display. In all polar modes, the 

ñDisplay Leftò and ñDisplay Rightò lists are empty; the display options are shown 

under ñDisplay Setsò for all polar modes. When the selected mode is a reflection, S11 

or S22 parameter, a Smith chart is displayed. In transmission modes, a polar display is 

shown. The polar display may be either a log or a linear radial scale. Clockwise 

around the display is the angle in degrees. 

 

Limited rescaling is available, and only in the polar modes. 

 

 
 

Markers also function in Smith Chart mode. When switched to Smith Chart, ñleftò 

trace refers to modulus of the signal and ñrightò refers to phase. Functions such as 

seeking for a crossing point, max or min will function but note that the values used 

are |Rho| and <Rho not normalised impedances. Compared to the rectangular plots of 

the other options, dragging in polar mode is different. Position the mouse near the 

manual cursor (donôt forget, right click, bring manual cursors on screen will make 

them appear) and press the left mouse button. As you drag left and right, the cursor 

will move in polar coordinates around the trace. Note also that the marker may jump 

when you start to drag; this is so that it remains possible to position the cursor to any 

frequency on the scan without having to release the mouse button and drag again. 
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In polar display modes, markers will display as two values followed by the frequency. 

The first value is the absolute value of the parameter, for example |gain| or |rho|. The 

second parameter is the phase angle in degrees. In Smith chart view, this may be 

further refined via the popup menu to change the display for each marker. A choice of 

values such as rho, rs+xs, rs+cs etc. is provided. These options are not saved on exit. 

 

Finally the program permits some display scaling, for example when displaying in log 

display modes. However the display will get quite confused if you display smith, 

linear polar and log polar at the same time. By all means do it but donôt expect it to be 

useful. 

 

 
 

By default, the trace will be clipped to the edge of the chart. If for some reason the 

trace extends beyond the outer edge, it will appear during the scan (as a black line) 

but when redrawn at the end of the scan it will be clipped. If you want to see the trace 

beyond the edge, then you can untick the option ñclip polar traces to the chart areaò in 

the program options. 
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8.1 Zooming 

There is the facility to zoom in to polar and smith charts. 

 

There are two ways to zoom in and out. Firstly, from the pop up menu there are three 

options: 

 

1. Zoom in 

2. Zoom out 

3. Reset zoom view 

 

Secondly, two hotkeys may be used to zoom in and out. Hold the control key down 

and depress the ó+ô or ó-ó keys. 

 

You may zoom in by a ratio of up to 10x. 

 

It is also possible to drag the displayed area around to zoom in on a specific area. The 

display below shows the effect of zooming in and dragging the display to show a 

specific region. To drag the display, press the left mouse button, move the display 

then release the button. 
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9 Report View 

Data may be displayed in four formats: 

¶ Rectangular plots (all traces so far in this manual) 

¶ Smith and Polar charts 

¶ Report (Listing) view 

¶ Equivalent circuit view. 

This chapter covers Report view. 

 

Under ñDisplay Optionsò there is an option of ñReport Viewò. If selected, this 

changes the graphical display to a tabular report as shown below. 

 

 
 

The columns will be whatever the current displayed parameters are (and you may 

change them in the view) and the column widths may be adjusted by dragging the 

divider lines between the headings. The order of columns may also be changed by 

dragging the column header left or right. A scroll bar will appear on the right to allow 

the data to be viewed, and if printing is selected from this view, a tabular report will 

be generated. Copying to the clipboard is supported. If one or more rows are 

highlighted (click on the frequency) then only the rows selected will be copied to the 

clipboard. If none are selected the whole data set is available in text form on the 

clipboard. Via a right click popup menu, it is possible also to specify a single column 

(or selection from a column). 

 

If time is displayed in report view, the time data will be displayed as requested but not 

the time axis. This is because the program would need to display separate axes for 

each of the available data source time windows making the data confusing. If you use 

a report view TDR display, the axis for each value will be the time window for the 

corresponding data source (not the display window). 

 

One limitation ï it will get confused if you have a store and a scan displayed in the 

report view at the same time with different limits (frequencies, points, log/lin). 
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10 Equivalent Circuits 

Data may be displayed in four formats: 

¶ Rectangular plots (all traces so far in this manual) 

¶ Smith and Polar charts 

¶ Report (Listing) view 

¶ Equivalent circuit view. 

This chapter covers the Equivalent Circuit view. 

 

There is an ñEquivalent Circuitsò function on the ñDisplay Optionsò screen. It works 

in a similar manner to the tabular view; you may switch between it and the other 

views.  

 

Select it and the display changes to something like this: 

 

 
 

What is displayed is governed by the Instrument Mode and the drop down list settings 

on this screen. When you select ñequivalent circuitsò, the program will change the 

display types to suit it; you can change them whilst in this screen but the results may 

be wrong. 

 

It works in Transmission mode or Reflection mode but the only device type for now is 

ñCrystal Motional Parametersò. For each device type a number of models may be 

available and the data source may either be a stored data set or the current scan data.  

 

The display has 4 parts to it. Top left, the program is configured by means of the 

controls. Top right, there is a small display of the trace data as would be seen in the 

normal view (but simplified). Bottom left is the equivalent circuit. Bottom right is 

where the results will be shown. 

 

After a successful measurement, the results will be displayed bottom right and may be 

logged to a file. 



Equivalent Circuits  Crystal Motional Parameters 

 

myVNA v0-93  Page 63 of 181  

10.1 Crystal Motional Parameters  

The model used is taken from an excellent paper by Jack R. Smith K8ZOA ñCrystal 

Motional Parameters A Comparison of Measurement Approachesò available from 

http://www.cliftonlaboratories.com/ which enumerates a number of methods. The 

program implements the 3dB and 45 degree methods in transmission and reflection 

modes but the 6 parameter HP model is experimental and may give incorrect results. 

In addition as a variation on the 3dB model, C0 is computed from the series and 

parallel resonances by the equation 
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To use the program in transmission mode you must connect the crystal in series in 

between RF out and Detector in, preferably with a jig as shown by Jack and as 

reproduced here: 

 
 

This gives an Rl of 12.5 ohms. Alternatively, you could just use a couple of inline 50 

ohm pads. To allow for this the program has a drop down list for selecting Rl, or you 

may enter your own value if different from the common ones. The program will 

remember the value you enter. This is only used in transmission mode. 

 

In reflection mode, just connect the crystal to a suitable connector on the bridge 

between signal and ground. 

 

Before you can use the function, you need to get the display to show the crystal 

resonances. 

 

Here is what it should look like for the 45 degree parameter model in reflection mode. 

Note also the displayed results: 

 

http://www.cliftonlaboratories.com/
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And in transmission mode 

 

 
 

The program will position cursors in the form of vertical lines at the measurement 

points it has used and display the results of its computation. 

 

If the program detects a parallel resonance, it will display C0 and a 4 parameter 

schematic; otherwise it will only show 3. Note however that it will not measure 

parallel resonance alone ï the program must have the series resonance within the scan 

in order to work properly. 

 

Without using the parallel resonance here is the result. Note that you may zoom in on 

the series resonance for better resolution. This example is in reflection mode. It also 

shows the effect of clicking on the ñsimulateò button. The program has used the 

network simulation package to simulate the measured crystal; the phase plot is 
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coincident with the measure results and the impedance can be seen as a red 

(measured) and blue (simulated) trace. 

 

 
 

The program operates in both transmission and reflection modes; note that as 

explained in Jackôs memo you need to be aware of the jigôs capacitance. Results in 

reflection mode seem more accurate for reasons not immediately apparent. 

 

To log results, you must first select a log file with the ñLog fileéò button. Having 

done that, each time you click on ñLog Resultsò you may choose to log the current 

readings. A label may be given to each or you may choose to just use sequential 

numbering, automatically provided. 

 

 
 

In most modes, there is the ability to refine a reading. The way it works is this. It may 

either be switched to automatic mode by clicking on the ñAuto Refine Eq Cctò feature 

on the left view under ñEquivalent circuitsò or explicitly performed by clicking on the 

ñRefineò button.  
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When this happens, the program will attempt to locate the best readings for the critical 

parameters. For each reading that is used in the calculation, it will search for the 

optimum setting by recursively scanning. The way this works is as follows. For each 

critical point it will sweep across a range of frequencies from two steps before the 

point to two steps after it. It will then find the best point in this new scan and again 

find two points before and two points after and repeat the process, until it finds that 

the step size matches the DDS step size. It then stops. This means that you can select 

a fairly coarse scan ï provided that the steps are sufficient to give it a starting point ï 

then refine the result. Whilst this is happening a dialog box will show progress. The 

dialog shows the progress through the parameters by tick boxes (note that for some 

scans the dialog box may disappear and re-appear) with a progress bar for each scan. 

The progress bar will be repeated for each recursion performed. Be careful however 

of a noisy signal. 

 

In manual mode, reselecting the method will revert the results to the original values 

before the optimisation whereas clicking the scan button will generate a new starting 

point. 

 

Note that as the program is seeking a solution to a fraction of a Hz, the VNA needs to 

have reached an operating temperature before the results can be believed. 

 

Finally note that in reflection mode you also have a 6 parameter model available. This 

is under revision at the moment ï donôt believe what it says yet. Here is an example of 

its output: 
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Read Jackôs paper for more information.  

 

When scanning a high Q device like a crystal, some thought needs to be given to the 

settings. As a starter, I suggest the following but you may find different values work 

better: 

¶ ADC mode 8 or faster (use 6 for transmission mode) 

¶ ADC sweep start delay 4000 µsec 

¶ ADC step delay 3000 µsec 

¶ Phase step delay 100 µsec 

¶ Initial frequency scan 200 points or more 

¶ Trace averages 5 

 

For a VERY high Q crystal, a more conservative set of parameters is probably called 

for. 

 

As an experimental addition, there is now a ñsimulateò button. This takes the current 

parameters, generates a simulation of the crystal and overlays it on the trace; see the 

section on Network Simulation for more details. One point to note. If you simulate a 

crystal that has been measured in reflection mode, then the termination impedance of 

50 ohms will give the wrong results, so the program will include a short circuit after 

the crystal to give the correct reflection (S11) results. Similarly in transmission mode 

it will set the simulation termination impedance to match that of the transmission test 

jig (12.56 ohms for example for the jig shown earlier). 
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11 Dual Detector Scan 

Not described yet in this manual, an N2PK VNA may be equipped with one or two 

ADCs. When only one ADC is present, it may be used for reflection or transmission 

measurements but not both. When two are present, a scan is usually performed using 

both ADCs at the same time (A Dual detector scan). 

 

The ñInstrument Modesò switches the basic configuration into a number of modes 

such as reflection, transmission, and dual scan. S Parameters is a variant on Dual 

Detector and is explained later in this document. If you select Dual Detector, the 

program will perform a scan using both ADCs with concurrent operation, but to do 

this it needs to know which ADC is used for transmission and which for reflection, so 

use the Hardware Options to tell it. Select ñAlways do Dual Scanò  and the program 

will always do a dual detector scan even if just reflection or transmission is selected. 

 

Having done that, a dual scan trace looks something like this: 

 

 
 

Note that either axis may be set to display any transmission or reflection 

measurement; in this case this was a scan of a narrow band crystal filter with gain in 

dB shown on the left (and in red) and the Rs measurement on the right (in green). You 

may switch either axis to display other readings. 

 

However, remember that the program, once it has captured a set of data can display it 

in other ways, so if you switch at this point to transmission or reflection modes you 

may display the data as if you had captured it in a transmission or reflection scan, so 

for example with the above data set and without rescanning, switching to reflection 

mode and autoscaling gives this 
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And changing to VSWR gives this 

 

 
 

Now it gets fun. At this point, hold down the control key on the keyboard and click on 

another parameter such as Rs + Xs. The display now shows those parameters too. 

Click on a few more such as Rho. You can have any combination of parameters you 

want at the same time with the caveat that the display will get very cluttered. 

 

Switching to transmission mode gives this when gain and phase are selected 
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This switching function also applies to S parameters. The same multiple display type 

logic also applies so you may select multiple parameters such as S11, S12, S21 and 

S22 and display them all at the same time. 
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12 Logarithmic & Linear Scans 

A scan may be performed such that points are linearly or logarithmically distributed 

between start and stop frequencies. Similarly (but separately) the display may be 

linear or logarithmic when in rectangular display mode. This chapter discusses 

logarithmic and linear scans. 

 

There are two aspects to this; logarithmic or linear calibration data and logarithmic or 

linear scan data. You may freely mix both in all 4 combinations but remember that at 

extremes of frequency, especially low frequency, and when using a small number of 

steps, some errors may be expected when the program generates scan specific 

calibration data by interpolation. Therefore you may find it wise to use a log 

calibration scan with a log device scan. 

 

Under ñCalibrationò is an option for Log Calibration Scans. When ticked, all 

calibration data collected is done using a logarithmic frequency step scale. 

 

Under ñInstrument Modeò is an option for a Logarithmic device scan.  When selected, 

the steps between the scan points will follow a logarithmic scale. Also when selected, 

it will switch the display to a Logarithmic scale. The display though, need not be the 

same as the scan; you may select a log scan with a linear or a log display and vice 

versa. 

 

The mode of the display will change with changes to the log scan, but you may 

change it at any time by right clicking on the display to pop up the menu, and 

selecting or clearing ñLog Frequency Scaleò 

 

The program now checks when it loads saved scan data whether its frequency scale 

follows a linear or logarithmic sequence (with a certain amount of tolerance). If it 

finds that the data fits neither, it will not load the data. 
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All functions, markers, tabular display, file save & load, work equally with log or 

linear scan data. The only exception is equivalent circuits which wants a linear scan. 

 

When calibrating, the program will also perform a linear step scan ï this is purely to 

keep the code simple. In a log scan, just as when you select a different number of scan 

points or change the start or stop frequencies, it will generate calibration data for the 

scan as needed. 

 

Finally, if you select ñscan from zeroò the program will do its best, but log(0) is not a 

useful value here, so it will set an arbitrary point at 1Hz. 
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13 S Parameters 

As well as basic transmission and reflection parameters, the program may be 

configured to work in and display Scattering (S) Parameters. This is the subject of this 

chapter. 

 

The S parameter model is based on the 12 term error correction model as defined by 

HP and by following the logic in Paulôs code. Refer to Paulôs and Tomôs excellent 

papers for details.  

 

In that model, the corrections applied give more accurate results than basic Response 

Calibration. 

 

There are five different correction models available in myVNA. Response Calibration 

is the simplest. The 5 and 6 term models assume that forward and reverse connections 

are identical. This is probably only going to be the case where a single bridge is used 

and the DUT is manually reversed. In all other cases the reverse direction is going to 

be significantly different due to bridge and switching differences. Hence 10 and 12 

term options are offered. The difference between 5 and 6 term is the same as between 

10 and 12 term; in 5 or 10 term these is no isolation measurement of the through 

detector. It is assumed to be infinite loss. 

 

So, when calibrating choose 5/6 or 10/12 according to your hardware configuration 

then choose between 5 & 6 and 10 & 12 according to whether you wish to include 

isolation data. 

 

Note that whatever calibration data is available will then be used optimally in DUT 

scans. 

 

The best results for S parameters will be obtained when forward and reverse scan data 

is available. This is not the same as whether you performed 5/6 or 10/12 term 

calibration. In a reverse scan, if 10/12 term data is not available, the 5/6 term data is 

used in both directions. 

 

How do you make the program do a reverse scan?   There are two ways. Manually, 

there is a tick option under ñInstrument Modeò called ñPerform reverse Scanò. When 

this is ticked, if appropriate, the program will assume that the data it is reading is 

reverse direction data and process it accordingly. However, if an S parameter test set 

is being used, the program can automatically control the relays that switch the test set. 

To enable this, tick one or other of the ñEnable Switch X in Reverse scanò options 

under ñSwitches and Attenuatorsò. When one of these is selected, the program will 

automatically perform a reverse scan after a forward scan. 

 

A word of caution, it is very easy to get confused about data in forward and reverse 

scans. If you perform a reverse scan only and display a forward scan data item, or 

conversely do the opposite, then when scanning you will see a ótrace in progressô 

indication but no trace data will be shown at the end.  
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Note that for the parallel interface there is just one switch line. For the USB there are 

two, the program will automatically reverse scan if either is selected. Note that if you 

tick the second (USB only) switch line then select a parallel interface, the second 

switch line will be hidden ï which can be confusing as it will still cause automatic 

reverse scans. 

 

In summary then, when you perform a dual detector 12 term calibration scan, the 

program will need to capture the following: 

 

1. During the Open scan it measures transmission isolation and reflection 

coefficient for ñopenò 

2. During the Short scan it measures reflection short data 

3. During the Load scan it measures reflection load data 

4. During the Through scan it measures through transmission data and also 

measures the reflection coefficient of the detector. 

 

These 6 factors are applied to forward and reverse data giving 12 terms. The program 

may also be set to use 10 term (in which case the Open scan does not measure 

Transmission Isolation) or 5 and 6 term ERC. The 5 and 6 term models are like the 10 

and 12 term models but the reverse scan calibration data is assumed to be the same as 

the forward scan data. In 5 or 6 term it is therefore a big assumption that the program 

is making that the cabling or relays used to perform reverse measurements do not 

introduce an error, but if you are only performing forward measurements (or manually 

reversing the DUT) then a single bridge configuration may be used. See Annex B for 

more information on test sets. 

 

The type of calibration scan is explicitly set in the ñCalibrationò  treeview control. Set 

it to Response Calibration or one of 4 other Calibration modes (5,6,10 or 12). 

 

The sequence in which it will ask for these 5,6,10 or 12 data items will vary by the 

mode selected and by whether the program has control over the forward / reverse 

settings. It is preferable to use an S parameter test set and automate the switching. The 

program will know you have an automated test set if it sees that the switch line 

(parallel) or either switch line (USB) are set to change on S parameter switch control 

(in the Switches and Attenuators set of controls). The sequence for a manual scan is 

simple ï do the forward then (if 10 or 12 term) the reverse data set. For automated 

switching however, the sequence tries to optimise the handling of the open, short and 

load standards to make it as easy as possible. Take care however to read the 

instructions on screen as it is not immediately intuitive. 

 

During any scan including the calibration scans it is possible to average a number of 

traces (up to 10,000 per point if you want to go mad) but during the Open / Isolation 

scan, it is possible to configure the program to average a different number of points. 

This is useful, for example, in increasing the accuracy of the low signal level isolation 

scans without incurring the overhead of excess averaging at other settings. This is 

controlled by the ñUse separate isolation averageò option and ñIsolation Averageò 

count in the ñcalibrationò node of the treeview on the left. 

 

Calibration data can therefore be captured in a number of ways: 
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1. Reflection scan. Open/Short/Load reflection data only are captured 

2. Transmission scan. Through and optionally isolation are captured. Isolation 

data is set to zero if skipped. Through reflection data is set to zero always. 

3. Dual Mode or S parameter. As defined above, this captures the reflection data, 

transmission data and detector reflection coefficient for 5/6/10/12 term 

correction.  

 

Therefore if you calibrate separately for reflection and transmission, detector 

reflection coefficients will be missing from the calibration data and therefore a source 

of error in the S parameters. The program will not stop you using such data (you 

might deliberately intend such a measurement). 

 

Note that under ñHardwareò is an option to set an initial scan delay that may be used, 

to take account of relay switch times. Also remember that only one switch line is 

available with the parallel interface, two with USB. 

 

For a full 2 port S parameter scan, a set of forward and of reverse data are needed. If 

you do not perform a reverse scan but only give it forward data it will still function 

but the return parameters in the calculations will be set to zero. The results are not as 

accurate as full correction with 10/12 term. 

 

When a set of S parameter data has been obtained, you may switch to the other 

instrument modes ï basic dual detector, reflection or transmission.  

 

When the program is scanning, it will turn the colour of the progress bar red whenever 

it is doing a reverse scan as shown below 
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And above here are the display options for S parameters currently configured 

 

There is a limitation to note. In CDS mode, the software eliminated detector offsets so 

with no signal the detector should read zero. This means that we can safely use 5 or 

10 term correction, where we assume that the through isolation is zero. In basic mode 

though, the detector offset is not removed so it is not safe to use 5 or 10 term 

calibration. You would get the wrong results, so it will not permit such a combination 

and will give the following error message. 

 

 
 

Under óHardwareô is an option ñSwap detectors in reverse scanòñ. This should be 

ticked if the function of the detectors reverses for reverse scans. Only tick it if this is 

the case. Get it wrong and the results will be weird. A ñT checkò is a good idea when 

commissioning a system. Perform a calibration ( 5,6,10 or 12 term, it does not matter) 

then connect a 50 ohm load to a T piece in series with a through connection. The 

result should be an S11 and S21 measurement that are flat to within about 0.1dB 

across the frequency range. 

 

So far, there is one limitation not addressed. The reflection data display (things like 

Rs+jXs) only worked for Port 1. There is an option under ñInstrument Modeò that 

allows the port that is used for the reflection data display to be changed from port 1 to 

port 2. 
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14 Harmonic modes and CDS 

Paul Kiciak and Wayne Torrey have developed a method for managing harmonics in 

the N2PK. This may be used in two ways 

1. To suppress harmonics that cause strange effects at high frequencies 

2. To extract a harmonic (2nd, 3rd, 4th or 5th) to extend the frequency range. 

This version includes an experimental implementation of the algorithm, courtesy of 

Paul. This chapter presents details on its operation. 

 

Use it with care, and ONLY if you understand how to use it. For this refer to Paulôs 

notes on the Yahoo group. 

 

The program ought to limit calibration data so, for example, it should not allow you to 

use harmonic calibration data in another mode. This it currently will not do as the 

modes are experimental. Therefore you must take care. 

 
 

In this example, the program will extract the 3rd harmonic using 16 samples per step 

(so it gets slower). 

 

When you select 3rd or 5th, a multiplier is applied to the frequency settings. Note that 

you should NOT change the minimum and maximum frequencies ï the program will 

automatically apply a multiplier to the frequency scales used. 

 

In 3rd harmonic mode for example the scan range of the VNA changes to 180 KHz to 

180 MHz. Here is a scan of a 30 MHz low pass filter from 1 MHz to 150 MHz: 
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To use it, you MUST use a harmonically rich RF source as described by Paul such as 

an AC series gate biased to its mid-point. 

 

Look also under óCalibrationô and you will see an option ñRelax Harmonic Mode 

Checkingò. Normally the program will not allow you to use calibration data with one 

harmonic mode to scan in another mode. Under certain circumstances this may be 

useful; tick the menu item to permit it. 

 

Harmonic suppression is also useful at baseband. Here is the same filter from 0 to 60 

with normal CDS mode. The red & blue traces show the gain differences with 

harmonic effects at the upper end of the range, and the purple / green show the phase 

differences. Green and red traces are normal CDS mode. 
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15 Group Delay 

Within the transmission modes there is a Group Delay option. Selecting this will 

cause the program to display group delay by calculating 

)(
)(

freq
phase

delay
D

D
-=  

Where the readings are from adjacent scan points. This is not ideal, it would be better 

to use a frequency aperture but that is not implemented. The implication is that you 

must ensure that there are sufficient scan points to ensure no big phase changes 

between points, or accept that the result will be in error at that point. Because it uses 

scan data, there is no measurement for the first point in a scan, rather the program will 

display the same reading for the first two points. 
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16 Transverters 

External hardware transverters may be used to extend the VNA operating frequency 

range. This chapter explains how to configure the program to use them. 

 

When you open up the transverters node, the only items shown will be ñConfigure 

Transvertersò and ñnoneò. 

 

ñConfigure Transvertersò will pop up a dialog as shown below.  

 

 
 

This may be used to configure up to 10 transverters. Every one for which a tick is 

shown in the ñdisplayò column will appear under ñnoneò in the transverter list and 

may then be selected for use (a green tick will appear next to the currently active 

transverter, or against ñnoneò). 

 

For each displayed transverter, the program needs to know the local oscillator 

frequency and the actual band edges for the transverter. It can be either side of the 

LO, but must be wholly on one side or the other. myVNA will figure out the correct 

scan direction based on whether the band given is below or above the transverter LO. 

Finally a display name of up to 20 characters must be entered ï this is what will be 

shown in the list of active transverters. The transverter data will get stored in the 

registry on exit and automatically reloaded on startup. 
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17 Attenuator and Switch control 

Switch and attenuator control functions are present to support S parameter 

measurements and to permit external scan synchronisation should it be needed. This 

chapter addresses how they are configured and used. 

 

On the left is a new treeview item labelled ñSwitch and Attenuatorsò. Open it up and a 

number of items are displayed, the top one of which is ñConfigure settingsò. This 

opens up a dialog box that allows the functionality of the control lines to be set. 

 

 
 

On the left is the attenuator control. You may select which of the 8 possible settings 

are displayed in the treeview and the names associated with them. You may also ask 

the code to invert the logic of the output lines to suit your hardware. 

 

On the right will appear one or more switch controls (The second is only available 

with the USB interface). Again for each the display name may be set, it can be 

excluded from the treeview and its logic may be inverted. 

 

Having configured the settings, clicking on an item in the treeview will select that 

option and place a tick next to it. 

 

On the left and right of the main block of attenuator controls are two columns with 

radio buttons labelled ñForwardò and ñReverseò. When the program is configured to 

automatically switch the attenuator before each scan, the values will be set to the 

chosen settings depending on whether the scan is forward or reverse. When enabled 

(by ticking the ñSet Attenuator Automaticallyò treeview item, the manual settings for 

the attenuator will be overridden by the appropriate automatic settings at the start of 

each new scan. This functionality is designed to be used in S parameter amplifier 

testing where different attenuator values may be needed in each direction for best 

performance. 
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17.1 Toggling switches during a scan 

Under ñSwitches and Attenuatorsò are two options labelled ñInvert Switch 0 during 

scanò and ñInvert Switch 1 during scanò which when selected cause the corresponding 

switch line to be inverted at the start of a scan and reinstated at the end. This may be 

used to synchronize external hardware to a scan. Because it uses the same switch lines 

as other functions such as the RFIV control, it is only active when such functions are 

not active. 
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18 Open/Short/Load Calibration Standards 

Reference standards are critical to the operation of a VNA. This chapter explains how 

the program uses them and how their characteristics are made known to the program. 

 

On the treeview is an item labelled ñReference Standardsò. If you open this up you 

will find a set of entries for the Open, Short and Load standards plus the option to 

save and load standard data. 

 

The program maintains a notion of the errors inherent in the calibration standards and 

corrects for them at the end of a calibration scan and when reloading calibration data 

from disk. The parameters may be changed as you see fit within certain limits, and it 

will remember the values when the program exits. You do not need to explicitly save 

them when they are changed. To change a parameter, select it from the treeview, and 

a dialog box will appear inviting you to change its value. Limits apply to each and 

these will be indicated in the dialog box. The program assumes that an open suffers 

from fringing capacitance, a short from a series resistance and impedance and a load a 

resistance and inductance in series with a capacitance in parallel with them. 

18.1 Loading & Saving Calibration Standards Data 

You may want to be able to switch between different calibration standards however, 

and for this reason the complete data set may be changed by saving to file or loading 

from a file. This file is a text file and may be edited as you wish as long as the format 

is maintained. 

 

It is important that you understand when the correction factors are applied. When you 

perform a scan, the correction factors for the OSL standards will be applied 

automatically at the end of the calibration scan, so they must be set correctly before 

calibrating.  

18.2 Saving Calibration Standards in Calibration data files 

Under ñCalibrationò are two extra options ï ñSave Mode with Cal Dataò and ñLoad 

Mode with Cal Dataò. This permits the instrument mode, the dual scan option, the 

current attenuator setting, S parameter switch settings and reverse scan flag to be 

saved along with the calibration data. It may then be automatically loaded again 

whenever the calibration data is loaded. It is recommended that this option be used. If 

not, care must be exercised in loading the correct standards data before loading a 

calibration data file generated with that standards data. 

18.3 Saving System Reference Impedance in Calibration & 
Standards Files 

There is the option to save & load the system reference (Z0) from standards data and 

calibration data files. This only applies to files where Z0 is actually stored ï in other 

words files saved by software version 86 or later. In these cases Z0 is automatically 

included in the files and there is an option (under the ñHardwareò section called 

ñReload Z0 with calibration dataò) to set the system reference when the files are 

loaded. Untick it to stop this happening.  
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18.4 LLC (OSLC) Calibration 

Low Loss Capacitor calibration is also provided. This results in a 4th step to the 

normal OSL calibration ï call it OSLC. Donôt use it unless you understand it. The 4th 

step uses a high Q capacitor whose characteristics must be known to the program. 

This is set by entering the value of the capacitor, its Q at a given frequency, that 

frequency and the model to be applied. There are 3 models for now, fixed Q, an 

equation based on a high quality vacuum capacitor and one based on a porcelain 

ATC100B capacitor.  

18.5 Calibration Notes 

It is possible to put calibration notes into a calibration data file. If enabled (the 

function is disabled with a tickbox under View / Options) then every time a 

calibration data file is saved to disk, a dialog box will pop up first with the current 

calibration notes. You may clear the notes, cancel the inclusion of notes or include the 

notes in the calibration data file. When calibration data is loaded, the notes are 

displayed at the bottom of the calibration data summary dialog. 

18.6 Loading / saving settings in calibration data 

Under the óCalibrationô options is a selectable item ñLoad mode with Cal dataò and 

under View / Option is a selectable option ñSave basic mode data in calibration data 

fileô. This controls the saving of basic scan parameters in a calibration file and 

whether, when the file is loaded, the settings are applied. 
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19 Unguided Calibration 

There are two modes of operation for calibration ï guided and unguided. This chapter 

explains the unguided mode. The guided mode was shown in the Tutorial chapter. 

 

It is not always the case that you want to follow the step by step guided mode through 

calibration. When you get used to the program you may want simply to ódo your own 

thingô in regards of the sequence of steps and do not need the prompts. For this there 

is an óunguided modeô. This is presented as an option under ócalibrationô. When 

selected it changes the mode of the calibration button. Clicking óCalibrateô will give 

the following dialog 

 

 
 

Note the three lines at the top of the dialog showing the type of calibration and the 

current settings. Initially it shows the current calibration data. If you perform a 

calibration step it may change as the step will be performed to the current calibration 

settings and not to the current calibration data settings. 

 

The type of calibration (6 term ERC in this case) is taken from a combination of the 

calibration mode selected from the Calibration settings (Response / 5 / 6 / 10 / 12 

term) and, if Response Calibration is selected the Instrument Mode. Response 

Calibration changes depending on whether Reflection, Transmission or Dual Detector 

mode is chosen and whether the óAlways do dual scanô option is selected. 

 

The Current Settings are taken from the current calibration data ñopenò settings if 

there is any valid data present. For each parameter, a green tick or red cross is 

displayed if the calibration data for that parameter appears valid or not. 

 

Note that the current VNA frequency and scan point settings may be different to the 

displayed value if the calibration data does not match. As soon as you calibrate any 

parameter, it will use the current VNA settings for that parameter and adopt the new 
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settings. Because of this, a set of green ticks can change to a set of red ones when a 

new scan is taken. 

 

There is one button and one cross/tick for each parameter. All that are currently valid 

will be enabled. The Isolation step though merits discussion. Whether it is enabled or 

not depends not only on the calibration mode but also on the two tick boxes on the 

right. In Response Calibration when doing a Transmission scan, you may choose not 

to do an Isolation scan if a CDS or Harmonic mode is being used. When available, the 

tick box will be enabled and ticking it will grey out the Iso button and the Isolation 

data will be zeroed when the Thru calibration is performed. 

 

The other tick box that may be shown is labelled òPerform Transmission Isolation 

During Openò. Again, if ticked, the Iso button will be greyed out. Now, the Isolation 

data (i.e. transmission Open data) will be collected when doing the Open scan. 

 

Always shown is a tick box that allows override of the log/linear calibration scan 

setting. 

 

The tickbox labelled ñmag/phaseò toggles the display of the current ADC readings 

between real & imaginary and magnitude & phase. 
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20 Reference Planes 

An offset to the reference plane may be entered using the control ñRef Plane Offset 

(mm)ò located under the Reference Standards control. 

 

This offset is designed to be used to move the reference plane by a small amount, for 

example to move if from the back of an SMA to the mating surface of the connector. 

The implementation is of a lossless perfect line and the value required is the number 

of millimetres; a positive value towards the VNA and a negative value away from it. 

 

Specifically the complex reflection coefficients measured for each of the OSL values 

is multiplied by 
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It is also possible to apply a transmission line correction to measurements in reflection 

mode. The controls for this are located under ñTrace Calculationò and comprise a 

Boolean flag to switch it on or off and a dialog to configure it as shown below: 

 

 
 

The cable loss does not take account of frequency so this will be approximate. When 

active, the reflection mode measurements (not transmission or S parameter) will be 

modified. Specifically the complex reflection coefficient measured by the VNA is 

modified by multiplication with the value below 
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The corrections apply, when enabled, to stored data as well as to the results of the 

current scan. All reflection measurements not just the reflection coefficient are 

modified (Zs for example). 
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21 RF IV Method 

The RF IV method uses a specific hardware interface to perform accurate impedance 

measurements. Here, measurements of voltage and current are made separately and 

their ratio used as a measure of impedance. RFIV is not available on the parallel 

interface.  

 

The implication of this is that measurements of V and I are both needed. One way to 

do this is with a dual detector configuration, where one detector is used for each. 

Another (and more accurate) method is to use a single detector, but this means a fast 

method of switching is needed and the process will take twice as long. Both options 

are supported by the software. 

 

Under ñHardwareò is an option to configure the RF IV mode of operation. Selecting it 

will open the following dialog. 

 

 
 

The setup screen permits choice of which ADC(s) are used for V and I. This also 

determines which ADC is used for the through measurement. The software functions 

almost identically to Reference Mode, the difference being that the through signal is 

not divided by R. 

 

To enable the RFIV mode, select ñUse RF-IV modeò under ñInstrument Modeò.  

When this is selected, the scan mode changes to Reflection and the calibration mode 

to ñResponse Calibrationò. You will need to perform a specific calibration process 

with the RF-IV hardware, and this may be saved as a calibration data file. The 

program will store along with the calibration data a flag indicating whether the 

calibration data is RFIV or not and will not allow you to mix them. When the program 

starts and it loads its last set of calibration data, if it finds that that data is RFIV mode 

data it will automatically switch to RF-IV mode. 

 

RF-IV mode, like Reference Mode supports transmission mode, but it will not give 

the right results. It has been left available for experimental purposes, but you should 

not use it for other than reflection mode measurements. 
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22 Reference Mode 

In a similar manner to RF-IV mode, reference mode uses an external accessory for 

higher precision measurements. This chapter describes it. 

 

Reference mode is supported by means of a configuration screen and an option under  

ñinstrument modeò. Currently Reference Mode is not available on the parallel 

interface. The configuration mode setup dialog looks like this 

 

 

 
 

The hardware settings must match that of the hardware. If you use one of Paulôs 

modifications to Ivanôs RFIV head, then one ADC will be used for A and R, the other 

for B, where A is the reflection signal, B is the transmission and R the reference. So 

the obvious configuration is to use ADC1 for A and R as shown above. The switch 

line to use depends again on hardware; with USB you have two lines to choose from. 

Whichever you use the sense must match the hardware. Again, with Paulôs 

modification to Ivanôs board, connecting one of the USB switch lines direct to the 

switch control line of the Reference mode head means that to measure the óAô signal 

the switch line must be low. 



TDR mode Loading / saving settings in calibration data 

 

myVNA v0-93  Page 90 of 181  

23 TDR mode 

Data captured in the frequency domain may be converted to time domain in software 

to give a Time Domain trace. This chapter describes it. 

 

Look under ñTrace calculationò. There are two TDR options. There is also a new 

toolbar button for access to the configuration option. 

 

 
 

When TDR Functions is selected, the TDR mode is enabled and the horizontal axis 

displays time as well as frequency. 

 

 
 

What the program does is to take a trace, either scan or store, and computes a time 

domain representation.  
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The data that is processed may be any of the reflection, transmission or the reverse 

port versions. When enabled, additional display options are available for the left and 

right axes. A typical trace showing the reflection port time domain is as follows 

 

 
 

Markers display with time instead of frequency when attached to a time domain trace. 

In addition the status line displays time as well as frequency for the cursor position. 

 

The time axis may be moved / scaled in the same way as the frequency axis by 

holding down the CTRL key when dragging with the mouse. 

 

The program is capable of computing a time domain representation from complex 

frequency domain data as described by Agilent in the application note ñAgilent 

Time Domain Analysis Using a Network Analyzerò, Application Note 1287-12. 

 

The program implements the ñChirp Z-transformò  to perform the calculation using 

either low pass or bandpass modes. 

 

Here is the configuration dialog: 
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For each of the data sets, Scan and Stores 1-4, the configuration may be separately set. 

The Window provides a drop down to select the window type. Mode permits selection 

of Lowpass or Bandpass. The computation and display times are separately set. 

Currently only low pass impulse response is supported not step response. 

 

The Bandpass mode is the most general purpose mode, permitting calculation over an 

arbitrary frequency scan and number of points, save that it must be a linear scan and 

at least 100 points. 

 

The Lowpass mode requires a scan where the steps are linearly spaced such that the 

first point frequency is equal to the difference between the first two points. If this is 

not the case, then for a scan the program will switch back to bandpass mode and for a 

store will switch off time domain plots for that store. 

 

Look back at the configuration dialog. The tick option against each trace permits the 

frequency range for the transform, which is normally all the data points in the scan 

from start to stop frequency, to be windowed on the current display frequency. Hence 

you may zoom in on a part of the scan and transform it. The zoom must contain at 

least 100 points but the output time domain scan will always contain the full number 

of points as the full frequency scan. The minimum frequency used will be the highest 

of the display start and the scan start frequencies and the maximum will be the lowest 

frequencies of the scan and display end frequencies. 

 

The Display items in the dialog control how the trace is displayed. Firstly, the axis, 

markers and status bar may be set to display values as time or as ñdistanceò. If 

ñdistanceò is selected, then the velocity factor for the transmission line needs to be 

defined. Finally, the start and end times for the display may be set. 

 

In time mode, the displayed values are in ɛs. In distance, values are shown in metres. 

The distance is computed as the product of the time, the velocity factor and the speed 

of light. 
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There is a tick box at the bottom left of the dialog box labelled ñShow Round Trip 

Timesò. Program builds prior to version 90 displayed the time as double the actual 

time of propagation along a transmission time. This is misleading, and it has been 

changed in build 90. For backwards compatibility, if this is needed, tick this box to 

display data in the previous form, however expect distance measurements to be 

double (and incorrect) in this case. 

 

Below is a worked example of filter tuning using time domain mode kindly furnished 

by Roderick Wall VK3YC. 

23.1 Using Time Domain to tune variable coupling BPFs 

A Template is required to tune variable coupling filters. The Template can be 

generated from a Gold Standard Engineering filter or simulated in software. This 

example uses Jim Tonne's Elsie Filter design software to design a BPF and to 

generate an s2p Touchstone s-parameter file. The s-parameter file is loaded into a 

store in myVNA to be used as a Template to tune the filter. The example 40 metre 

variable coupling BPF circuit is shown below. Trim capacitors were used for the 

coupling capacitors. Adjustable inductors were used for the inductors. 

 

 
 

Use Elsie to design the filter. Set Inductor/Capacitor Q values to suitable values. Set 

the centre frequency to 7.15MHz, frequency span to 2MHz and sweep steps to 500. 

The centre frequency must be set to the resonant frequency that the resonators are to 

be tuned to. If you don't then you will be tuning the BPF to the wrong frequency. Set 

the span to two to five times the bandwidth of the BPF. 

 

Generate an s2p s-parameter Template file. Load the s2p Template file into myVNA 

Store 1. When asked, select yes to make the Frequency range and steps the same as 

the loaded s2p Template file. Under ñTrace Calculationsò select for both Scan Data 

and Store 1 ñTDR Configurationsò and set: Window = Hamming, Mode = Bandpass, 

Start Time = 0.5us, End Time = 3us and select ñEnable TDR functionsò as shown 

below. Set the display time to match. Click ñOKò. 
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Under ñDisplay Leftò Select ñG[dB]ò, press the Control key and select ñTDR-S11ò. 

Under ñDisplay Rightò select ñRLò (Return loss) as shown below. Set the display 

ñVertical Axisò for suitable scales. Note, the following also shows the traces for the 

DUT BPF that has been tuned.  

 

 
 

The traces are as follows: 

Purple t-S11 Time Domain trace = Elsie Template.  

Black t-S11Time Domain trace = DUT BPF. 

Dark Green Return Loss trace = Elsie Template.  

Light Green Return Loss trace = DUT BPF. 

Black G[dB] Insertion Loss = Elsie Template.  

Red G[dB] Insertion Loss = DUT BPF. 

Click ñsingle scanò to scan the DUT BPF.  

 

Your Time Domain trace won't have the deep dips shown above because your DUT 

BPF has not been adjusted. The two Time Domain dips (Time Markers 7, 9) are the 

return loss from each resonator displayed on a time scale. The three humps (Time 
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Markers 6 &8) are the three coupling capacitors. Refer to Agilent's application notes 

AN 1287-8 and AN 1287-10 for the procedure to adjust the filter. Click 

ñStart Scanò to sweep and adjust the BPF. 

 

Before assembling the BPF you may want to adjust the components to the values 

shown in the circuit, this will make it easier to adjust the BPF. 

 

Adjusting the centre frequency of the transform allows you to determine the 

frequency the resonators are tuned to. Adjust the centre frequency for the 

deepest dip and the centre frequency is the resonant frequency. Refer to Agilent 

application notes for more information. To do this, in this example with stored data. 

Look again at the TDR configuration dialog. 

 

 
 

Note the ñWindow on Display freqò option. When this is ticked, the frequency range 

used for the transform is clipped to the range of frequencies shown in the display. So, 

given this display 

 

 
Zoom in slightly on the frequency axis by putting the cursor on the frequency axis, 

press and hold the left mouse button and drag the cursor left to zoom in slightly like 

this 
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Now put the cursor in the main display grid, press the left mouse button and hold, 

then drag left or right and observe the trace, for example thus 

 

 
 

The depth of the nulls will change as the trace is dragged. In this case the centre 

frequency is 7.1178 MHz for the second resonator. 

 

The amount of data that may be used in such a zoom is limited. The data will be 

clipped to the display frequencies and the start & stop frequencies of the data, and the 

amount of data must exceed a (fairly arbitrary) 100 points. The output time domain 

data will always be the same number of data points as the trace itself ï in this case 

501 points. Also if you zoom in too much you get some strange results. 
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24 Marker Measurements 

To extend the functionality of markers, a separate marker measurements dialog box 

may be opened to display extra data. This chapter describes its operation. 

 

Under ñTrace Calculationò is an option ñShow Marker Measurementsò. This opens a 

dialog box that provides a detailed view of a range of parameters at each of the 

markers (1-6). 

 

When opened (it may also be opened from the toolbar or from a right click / popup 

menu in the main view) a dialog box appears like this 

 

 
 

This, when opened, will always appear on top of the main window. It may be 

minimised, or it may be closed and re-opened. The settings will still be present (they 

are also saved on program exit / restart). The ñConfigureò button determines which 

parameters are to be displayed. It brings up a dialog box thus: 

 

 
 

Tick the parameters desired; for example ticking ñRsò, ñG(dB) and ñS11dBò followed 

by ñOKò changes the marker measurements window to this 
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For each marker selected, those parameters will be shown. To select the appropriate 

markers, tick the option 1 to 6 at the top. Selecting for example ó1ô and ó3ô will not 

immediately display any information, but when the markers are showing valid data 

then the parameters listed will be enumerated for the markers selected, for example as 

shown next. 

 

 
 

The Marker Measurements box may be moved, minimised or resized as desired 
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A word of warning. The markers will interpolate, for example for a zero crossing 

marker. The Marker Measurements will not. Also displaying Group Delay with a 

marker at the left hand end of the scan will give rubbish results. 

 

Now, look again at the Marker Measurements dialog box. Underneath the controls for 

each of the markers, are two other options. One causes the marker measurements to be 

shown overlaid on the main trace display, the other causes the marker measurements 

to be included on the printout. For these functions to work, you must keep the marker 

measurements window open, but it can be minimised to the taskbar. 

 

 
 

The location of the measurements results may be dragged around on the screen to 

position them in any desired location. 



Trace Averaging Using Time Domain to tune variable coupling BPFs 

 

myVNA v0-93  Page 100 of 181  

25 Trace Averaging 

As well as averaging multiple readings at each point, it is sometimes useful to average 

a number of traces. This chapter shows how that is done. 

 

Available from the secondary toolbar or the treeview (under Trace Calculation) is the 

option to average traces. This opens a dialog box as shown 

 

 
 

This dialog box may be left open, minimised or closed & reopened as desired. It 

permits traces to be averaged provided that each trace is the same (frequency, number 

of points).  

 

The basic operation is as follows. Traces that result from a scan may be manually or 

automatically averaged with other traces in one of the stores. By way of example, 

clicking the ñStore 1ò button under Reset Store results in the current scan data being 

stored in Store 1 and the Current Count being set to 1. Each time the ñStore 1ò button 

under ñAccumulateò is clicked, the current scan data is added to a running average in 

Store 1 and the count incremented.  

 

It is also possible to automatically average each trace. Checking one of the ñAuto 

Accumulateò buttons then performing a scan causes the scan to be added to the 

average at the end of the scan.  

 

There is one point to be careful of. The Reset and Accumulate buttons may be clicked 

at any time, for example during a scan. This is useful to reset the running average 

during a scan, but it takes a snapshot of the current trace data so if it is not valid, you 

get an invalid average. 
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26 Signal Generator 

The signal generator provides a fixed or sweepable signal generator. All functions 

work for USB but there is no sweep option for the parallel interface. This chapter 

describes its operation. 

 

Start by setting the mode (top right of the dialog box) ï sweep or single frequency. On 

the right of that, you may select to lock the LO to the RF frequency. When you do that 

the controls to set LO frequency are greyed out. This is a general principle, as you 

change the mode, boxes will be greyed out or made visible according to their 

relevance. 

 

Having locked the LO and RF you may then set the phase ï there is a drop down list 

with all possible phase settings. 

 

Set the scan details either by frequency or DDS tuning word. If you update a 

frequency, the DDS tuning word is automatically updated. Similarly, edit the tuning 

word and the frequency changes. Note that frequencies honour the current transverter 

setting ï the frequencies must be valid for the band. You may also change the 

frequency by dragging the slider bar left or right for RF or LO. Alternatively, if you 

select a slider bar by clicking on it, the cursor left and right buttons will give finer 

control. There are 32767 points on the sliders, so with a 60 MHz range on the VNA, 

each step is just under 2 KHz apart. 

 

The option to set SW1, if ticked for a sweep (it is only valid in a sweep) causes the 

SW1 output to go high when the scan is valid and low when resetting for the next 

sweep. Similarly if you select to power down the DDSs between sweeps the RF and 

LO outputs will switch off between sweeps. 
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The óOFFô button is greyed out until the frequency is set. Whilst the Power Down 

DDS hardware option will switch off the signal generator when you exit the function, 

this button may be used to explicitly switch off the signal. 
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27 Vector Voltmeter 

The Vector Voltmeter uses both ADCs and a modified configuration to measure the 

amplitudes and relative phase of two RF signals. It may also be used to test the DDS 

synchronisation. This chapter describes its operation. 

 

The method here is attributable to Ivan Makarov VE3IVM. To use the VVM mode, 

connect one signal to each of the two detector RF inputs. The VVM is a narrow band 

mode, so it is important that the frequency be set to the same as the signal being 

measured. 

 

There are two components to the VVM, a calibration screen and a VVM operational 

screen. The VVM will work without calibration, but the levels will be inaccurate at 

high frequency, tailing off by a few dB. 

 

Looking first at the VVM operational screen, which is accessed from the ñInstrument 

Modeò node on the leftview, titled ñVector Voltmeterò. The screen will look 

something like this 

 

 
 

The display shows, at the top, the current ADC readings for each ADC. Each may be 

switched on or off and the number of decimal points shown may be changed. Below 

that, in the middle of the screen is the difference between ADC1 and ADC2 in 

amplitude and phase. The format of this data is controlled by the settings lower down 

on the dialog and may be either a simple value difference, a vector computation, or a 

ratio. 

 

Bottom left, there is a drop down list that selects the units for the display. This may be 

in volts or millivolts, either RMS or peak-to-peak or in dB / dBm. It also permits a 

simple ratio to be displayed or a ratio multiplied by the system reference impedance 

(typically 50 ohms). 
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From left to right at the bottom, the ADC mode is selected, the speed of update of the 

screen display is set, the number of traces that are averaged is set, the relative phase 

and magnitude / ration may be set to zero, the frequency of the meter is determined 

and calibration data applied. 

 

The ADC mode is set from a drop down list; and the settings are the same as those of 

the ADC modes, but here are displayed as the bandwidth that is applied as a result of 

the mode choice. 

 

The meter will display a rolling average of the last N readings; a drop down list 

allows selection of the value N. 

 

The meter runs continuously in the background, but if it were to update the screen 

each reading it would flicker too much to be of use. Therefore it updates the screen at 

a rate selected by the user in seconds.  

 

The meter reads the amplitude and phase of signals at a given frequency; that 

frequency is set by the controls at the far right.  

 

The ñzero phaseò button may be used to zero the current phase difference; useful in 

correcting for cable differences.  

 

The ñZero Ampl.ò Button may be used to zero the current difference (set to zero for 

difference calculations, set to 1.0 for ratios). 

 

It is usually the case that the two local oscillator DDS signals are 180 degrees out of 

phase. To provide an easy correction for this, a 180 degree offset may be applied with 

the tickbox.  

 

Finally, the current calibration data may be applied or not to the readings. This data 

corrects for amplitude variations and mainly affects high frequency response beyond 

55 MHz. 

 

A specific control to note is the ñCompute as Vectorò checkbox just below the 

vector reading. This conditions the basic calculation method. There is no 

difference for the ratio measurements; it affects the voltage difference 

computations.  

 

When unchecked, the voltage differences are computed as a simple subtraction 

of the amplitudes of the signals and of the phases. When checked however a 

vector calculation is performed. 

 

So, to try the meter out, connect both ADC inputs to a T piece and apply a signal. Set 

the frequency to be the same as that frequency and observe the display. The relative 

amplitudes should be about the same and the phase somewhere near zero. Now put a 

couple of metres of coax in one leg of the T piece. The relative phase and level 

differences should be shown. 

 

There will be some error in the amplitudes. To correct for this, there is a calibration 

function under ñcalibrationò in the leftview. It brings up a dialog box like this: 
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This is an ñemptyò calibration data set. It permits correction for amplitude variation 

for each ADC. For each row, which corresponds to a specific frequency, the 

difference between an actual signal and that read is determined and used to correct the 

displayed values. Right click on the display and a popup menu appears 

 

 
 

This menu is used to manage the calibration data. If the mouse was over a specific 

row in the table, it allows a calibration to be performed for that row, or the data in that 

row to be edited or the row deleted. New rows may also be added, and the complete 

set of data may be exported to file or imported from file. 

 

To calibrate proceed as follows 

 

1. review the table and add or delete rows as needed 

2. apply a known signal at one of the frequencies in the table at the level shown 

under ñactualò to one of the ADCs 

3. select the ADC to which the signal is being applied 

4. Double click on the row, or right click and select ócalibrateô 
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5. Check that the correct row under the ADC(s) selected now shows a reading. It 

should be similar to that applied or else there is a fault somewhere 

6. Repeat for all points and both ADCs 

 

The calibration data does not need to be explicitly saved and loaded but it is useful to 

do so. Current calibration data is saved in the registry on exit and automatically 

reloaded on startup. 

 

Click ócancelô to exit discarding all changes made to the current calibration data. Or 

click óokô to exit and keep it 

 

27.1 DDS Reset Test 

 

The Vector Voltmeter also serves as a placeholder for a diagnostic tool; bottom left 

there is a greyed out box and a tickbox labelled ñDDS Phase Init Testò . This is used 

to check on the phase stability of hardware following a DDS reset & load. To use it, 

connect a short cable from RF output to RF detector input. You should get a good 

high voltage of about 360mV rms. Now tick the ñDDS Phase Init Testò box. The 

display will change to something like the following. The voltage shown will (or 

should) drop significantly as the VVM display will now show not the modulus of the 

signal but the amplitude of the quadrature component. This, if the relative signal 

delays between RF and LO are about the same, be close to zero but expect some 

deviation. Before using this however, select a frequency of 1 MHz with the 1700 Hz 

ADC bandwidth. Also note that the rate will depend on the phase and step delays. The 

VVM will remember the first reading and then compare all subsequent readings to it. 

If it finds one that differs by more than the amount in the Limit box, it will flag that as 

an error. 

 

 
 

In the above example, the test has been running for 422,265 measurements without an 

error. What it is doing is to make sure that when the DDSes are reset, they faithfully 

come up in the correct phase synchronisation. 
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Now a word of warning; if the voltage before you tick the DDS Phase Init Test box is 

NOT above, say, 300mV or the voltage when ticked is not below about 10mV then 

STOP; there is something wrong. Try again and if you still donôt get the right values, 

there is probably a serious fault somewhere. 

 

The second (simpler) test omits the reset of the DDSes between each test so merely 

checks to see that the ADC readings are stable. 

 

Give it a good run. You should get to a million without errors. It is also a good test of 

the combination of PC, operating system, interface and VNA. 
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28 User Defined Display Functions 

User defined functions represent a powerful tool for calculations. Scan, stored or 

simulation data may be combined in user defined equations that may then be 

displayed. This chapter describes how it is used. 

 

There is a Treeview entry on the left called ñTrace Calculationò. Open it up and 4 

entries are shown, labelled initially ñF1ò, ñF2ò, ñF3ò and ñT-Checkò. Clicking on one 

of these entries opens up a dialog box as shown below. 

 

 
 

This is an equation editor that allows custom display traces to be created. The name, 

F0, may be changed, and this name will then be used in the display choices (left, right 

or sets) and in the labelling of the axes; but keep the name short. 

 

The equation editor manages a complex number calculator that takes input from scan 

or store data and creates data that may be displayed graphically or in the report view. 

 

An equation might be something simple like this: 

 

-1e12 / ( w *  scan(xp) ) 

 

or it may be much more complicated. The above example calculates the parallel 

capacitance from the scan data in the same way that the built in function for cp does. 

Specifically, it multiplies the real value for xp by 2*pi*f and divides it into -1e12 to 

give cp in picofarads. 

 

The last entry is by default the T-Check algorithm from R&S courtesy of Paul. The 

formula is as follows: 

 

abs(scan(s11)*conj(scan(s21))+scan(s12)*conj(scan(s22)))/(sqrt((1-

abs(scan(s11))^2-abs(scan(s12))^2)*(1-abs(scan(s21))^2-abs(scan(s22))^2))) 

 

What the program does is to take the equation, compute a complex result for each 

scan data point and provide the results to the display routines. The display routines 

will show the result as either real & imaginary or modulus and angle (in degrees). 

Whenever a valid equation is present in one of the four options, two new entries will 

be present in the left and right data choices for each valid equation (real and 
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imaginary or modulus and angle) and one new entry will be present in each display 

set. This may be selected and will then display the results in graphical or report views. 

 

The equation may comprise data sources, functions, values and constants.  

 

When you exit from the function with ñOKò, the program checks the syntax of the 

equation and compiles it. If it finds an error it will not exit but will display an error 

message. You may also check the syntax without exiting by using the ñcheckò button. 

Checking is limited; the best way to view it is GIGO ï give it a garbage equation and 

you will get garbage results. 

 

The dialog also maintains a list of the last 10 functions used; at any time you may 

select one from the drop down list and it will replace the current function with the one 

selected. 

28.1 Data Sources 

 

The data sources are the current scan data or any of the four saved data traces. These 

are accessed using the functions scan() and store(). In each case the function takes one 

parameter chosen from the following choices, and in the case of the store() function it 

also takes the store number. Examples therefore might be 

 

scan( s11 ) or 

store( 1, rho ) 

 

The first example retrieves the current scan s11 complex data. The second retrieves 

the complex reflection coefficient data from store 1. The first parameter for the store 

function must be a value from 1 to 4. The second should be one of the parameters 

shown below; in fact these are just pre-defined constants; you can see the value by 

entering a function of just the parameter name such as ñxsò and seeing the effect in 

report view. 

 

It is important to note that the stored data must exist to be used and that the number of 

data points in the store MUST be the same as the number in the current scan. The 

program will try to prevent you selecting an equation that requires a store if the store 

does not contain data of the same number of points but try hard and you can probably 

get round this. 

 

Parameter Load the following 

zs Series impedance 

rho reflection coefficient Rho 

y Complex admittance 

s11 S11 

s21 S21 

s22 S22 

s12 S12 

gain Transmission gain 
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In each of the above, the complex value for the parameter is loaded. This is used 

directly in calculations as a complex quantity. 

 

It is also possible to load individual calculated results as shown in the table below. 

Note however that in each case these are loaded as a real value into the calculator, or 

more precisely as a complex value with a zero imaginary part.  

 

Parameter Load the following 

rs Series Resistance 

xs Series Reactance 

rp Parallel Resistance 

xp Parallel Reactance 

modzs Modulus of series impedance 

angzs Phase of series impedance in degrees 

vswr VSWR 

rl Return Loss 

modrho Modulus of reflection coefficient Rho 

angrho Phase of reflection coefficient Rho 

q Q 

cs Series capacitance 

ls Series inductance 

cp Parallel capacitance 

lp Parallel inductance 

gp Real component of admittance 

bp Imaginary component of admittance 

mody Modulus of admittance 

angy Phase of admittance in degrees 

rhore Real component of reflection coefficient Rho 

rhoim Imaginary component of reflection coefficient Rho 

s11re Real component of S11 

s11im Imaginary component of S11 

s11mod Modulus of S11 

s11ang Phase of S11 in degrees 

s11rl S11 return loss 

s21mod Modulus of S21 

s21db Modulus of S21 in dB 

s21ang Phase of S21 in degrees 

s21re Real component of S21 

s21im Imaginary component of S21 

s22re Real component of S22 

s22im Imaginary component of S22 

s22mod Modulus of S22 

s22ang Phase of S22 in degrees 

s22rl S22return loss 

s12mod Modulus of S12 

s12db Modulus of S12 in dB 

s12ang Phase of S12in degrees 

s12re Real component of S12 

s12im Imaginary component of S12 
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modgain Modulus of transmission gain/loss 

gaindb Transmission gain in dB 

anggain Phase of transmission gain/loss in degrees 

gainre Real component of gain 

gainim Imaginary component of gain 

 

So an equation that loaded S11 from the scan data would be  

 

scan(s11) 

 

And loading the modulus of the transmission gain from data store 1 would be 

 

store(1, modgain) 

 

It is important to remember this; if you put into a formula of ñs11ò you will not get 

the s11 data ï you will just get an ñinternal programò constant. You must use 

ñscan(s11)ò or one of the store functions. 

 

The editor is not case sensitive so scan(s11) gives the same result as ScAn(S11) 

 

It is also possible to include in a calculation other data points from the scan. Two 

functions support this: 

iscan( index_offset, what ) 

istore( store, index_offset, what) 

These ñindexedò versions (hence the names with an óiô) allow an offset to be added. 

An index_offset of 0 gives the same result as scan() or store(). A value of 1 gives the 

data point after the current point, -2 gives the point two before the current point etc. 

Hence by way of example, the equation ñ(iscan(-1, s11)+scan(s11)+iscan(1,s11))/3ò 

would give an average of the current point and the ones before and after it. Another 

way to achieve the same effect is to use the avgscan() or avgstore() functions which 

provide a simple way to average a range of points about the current point.  

avgscan( range, what ) 

avgstore( store, range, what ) 

A range of, for example, 2, will return the average of the current point, the two before 

and the two after. 

If a point is accessed before the first point in the scan or after the last point for any of 

these four offset functions, then the first or last respectively will be returned to avoid 

strange effects at the start or end of a plot. 

 

It is possible also to access raw scan data ï this is the complex ADC data before any 

processing is applied. Specifically this is before OSL or n-term corrections and is 

therefore a simple indication of the ADC voltages read. The data are accessed thus: 

 

 rawscan( index ) 

 

where index is as follows: 

 

0 Forward transmission 

1 Forward reflection 

2 Reverse transmission 
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3 Reverse reflection 

Only raw scan data may be accessed in this way ï not stored data. 

One possible use for this data is to perform swept vector voltmeter measurements. 

 

As a final twist, it is also possible to load the results of a calculation into another 

calculation, so for example 

 

scan( calc1 ) 

 

would load the complex result of the first calculation (initially named ñF1ò). Be 

careful however, recursion is not allowed and calculation is sequential, so loading 

calc1 into F2 makes sense but loading calc2 into F1 does not. 

28.2 Functions 

There are a small number of built in functions that may be used to build an equation. 

The following operate on complex data values. All angles in these equations are in 

radians. 

 

Function Description 

cos(x) Calculate cosine of x (complex) giving complex result 

sin(x) Calculate sine of x (complex) giving complex result 

tan(x) Calculate tangent of x (complex) giving complex result 

cosh(x) Calculate hyperbolic cosine of x (complex) giving complex result 

sinh(x) Calculate hyperbolic sine of x (complex) giving complex result 

tanh(x) Calculate hyperbolic tangent of x (complex) giving complex result 

acos(x) Calculate arccos of real component of x, setting the imaginary part to 

zero 

asin(x) Calculate arcsin of real component of x, setting the imaginary part to 

zero 

atan(x) Calculate arctan of real component of x, setting the imaginary part to 

zero 

fabs(x) Return the absolute value of the real component of x, setting the 

imaginary part to zero 

int(x) Return the integer value of the real component of x, setting the 

imaginary part to zero 

exp(x) Return the complex result of ex 

ln(x) Return the complex result of the natural log of x 

log(x) Return the complex result of the log base 10 of x 

sqrt(x) Return the complex square root of x 

real(x) Return the real part of x setting the complex part to zero 

imag(x) Return the imaginary part of x as the real part, setting the imaginary 

part of the result to zero 

im(x) Return the imaginary part of x, setting the real part of the result to zero 

abs(x) Return the modulus of x 

arg(x) Return the phase of x in radians 

conj(x) Return the complex conjugate of x 

norm(x) Return the norm of the complex number x 

polar(x,y) Return the complex number that results from the real modulus of x 

with real phase of y in radians 
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db(x) Return 20*log10( abs(x)) with the imaginary part set to zero. 

+ Adds two complex numbers 

- Subtracts the two complex numbers 

/ Divide two complex numbers 

*  Multiply two complex numbers 

^ Raise one number to the power of another 

28.3 Numbers 

Numbers may be entered in the form {digits}.{digits}[e{sign} {digits} ] 

 

For example 

1 

2.3 

-3.4e-10 

 

In addition a number may be preceded or followed by I or j to create a complex 

number, for example 

 

3+j4 

2.3e-10 ï 3.6e3i 

 

Note that I or j are functions; if you put just I or j in (for example ñsin(something) + jò 

then you will get an error. Similarly sin(somethingelse)j will give an error. In the first 

case use ñ1jò or ñj1ò and in the second ñ*1jò.  

28.4 Values 

The following built in values are available 

 

Name Provides 

freq The current frequency for this calculation 

w freq * 2 * pi 

pi 3.14159éé.. 

 

Finally be aware that error checking by the compiler is limited. 
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29 Network Simulation 

Like the equation editor, the network simulation function allows simple networks, 

scan and stored data to be computed and displayed. One example of how it may be 

used to simulate filter matching is shown in this chapter. 

 

Under the óTrace Calculationô heading on the left are two options that control network 

simulation, titled ñNetwork Simulation Setupò and ñShow Simulation Dataò. The first 

of these opens up a dialog box that configures the simulation and the second is a 

toggle that displays or hides the simulation data. 

 

The setup screen produces a dialog box as shown below. This dialog may remain 

open whilst using the main myVNA application window; it does not need to be closed 

during use. If reopened it will display the current settings and closing it does not 

affect the display of simulation data. 

 

The dialog provides a configurable simulation of five networks as listed on the right 

hand side. In simulation these are considered to be connected in series from 1 to 5 

(top to bottom).  

 

 
 

 

The dropdown list for each of the five networks determines its type. The following 

graphic shows the menu from the fifth network; all 5 display the same set of options.  

 

The choices are to omit that network from the simulation (unused), to implement a 

simulation of a set of components, to use the current scan data or to use the contents 

of one of the data stores. 
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Selecting ónetwork simulationô enables the rest of the controls to the left. In each case 

there is a pi network of up to 7 components, each of which may be unused, a resistor, 

a capacitor or an inductor, plus one component in parallel with the pi network.  

 

 
 

The box top left displays a graphic of the currently selected network. Each component 

may be selected by type from the drop down list below the graphical representation 

and each may be given a value. The up and down arrows on the right of each value 

permit the value to be nudged higher or lower in value. The slider control to the right 

of the nudge buttons changes the sensitivity of the nudge buttons; at the top each step 

is about 10% of the value; at the bottom it is about 1ppm. You may also nudge values 

up or down by clicking into the edit box for a componentôs value and scrolling up or 

down using the mouse wheel. 

 

The button lower right labelled ñsynthesize networkò  is used to generate a specific 

network according to design requirements. At the moment the list is limited to 

common matching networks.  
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The ñRecalculate dataò button needs describing. In the main, changing a network 

type, values or even the type of a component in a network will not cause a change to 

the calculated results as displayed in the main VNA window. There are however three 

exceptions when an update will occur. These are, respectively, when the ñOKò button 

is pressed (and results in closure of the dialog), when the ñRecalculate Dataò button is 

pressed or when one of the component parameter up/down nudge controls is pressed. 

 

When ñsynthesize networkò is pressed, the dialog below is opened up. 

 

 
 

This allows selection of the network type (see below) and the setting of its design 

parameters. In each case a frequency and settings for input and output are needed, and 

depending on network type a Q value may be needed. 

 

For each port, a target matching impedance is given as a resistive component and a 

reactive component. The reactive part may be specified in terms of either inductance 

(in µH), capacitance (pF) or simply as ohms. Also the program may be told that the 

resistive and reactive values given should be interpreted as in series or in parallel with 

the resistive part. When ñOKò or ñUpdateò are clicked the program attempts to 

synthesize a network of the given type. In the case of ñOkò, if it can do so, then the 

dialog box closes and the graphic on the network simulation dialog is updated to show 

the network. If it cannot (for example no match is possible for the values given) then 

an error message is shown and the dialog remains open. The program is quite happy 

to generate negative component values if you force it to but will complain if no match 

is possible at all. 

 

The current list of supported networks is given below: 
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So for example. selecting an input match of 50 ohms, an output of 900 ohms in 

parallel with 24pF and a design frequency of 10.7 MHz using a simple L match with 

series L results in the following display: 

 

 
 

Selecting óStore 1ò as the second network and generating (just for the hell of it) an 

LCCL band pass network from 900 ohms in parallel with 24pF to 50 ohms in network 

3 results in the following display: 

 






























































































































